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अधिसूचना 
नई दिल्ली . 6 जून , 1990 


अत , केन्द्रीय सरकार उन अधिनियम की धारा 57 द्वारा प्रदत्त 
शक्तियों का प्रयोग करने हा 3 अधिनियम की धारा 59 की उपचार 
( 4 ) की अपेक्षानुमार उपा प्रारूप को रफा अधिनियम के अधीन गठित 
ममिति को निर्देशित करने और उमे , उका विनियमों को बनाने की 
समीचीनता और उपयुक्ततः पर रिपोर्ट करने का यवियुका अवसर देने 
के पश्चात् फोयला खान विनियम , 1957 का और संगोधन करने के लिए 
निम्नलिखित विनियम बनाता है अर्थात :- - 
( 1 ) इन विनियमों पर संक्षिप्त न न कोयला खान संशोधन विनियम , 

__ 1989 है । 


म . न . 55 () ( ) .- - कायन यात विनियम, 1957 क , गौर । 
संगोधन करने के लिए कुछ विनियमो क एक प्रारूप खान अधिनियम , 
[ 952 ( 1952 का 35 ) की धार 50 की उपगरा ( 1 ) ने प्रधान 
भारस गरकार के श्रम मंत्रालय की अधिसूचनः सं . का प्रा . 73 , नागेम 
25 जून , 1928 और का . प्र. म . 787 ( अ ) . नारीख 15 जुलाई , 1988 
के अधीन , भारत के गजपत्र प्रसाधारण . भाग खंड : उपखंड (i ) , 
सारीख 23 जून, 1988 तथा भारत के राजपत्र, अमा रण भाग , 
खण्ड 3 ( i ) , मानख 15 जुलाई, 1988 में प्रकाशित किया गया था , 
जिम में उन व्यकिषों मे उन अधिसूचना के राजपत्र में प्रकाशन की तारीख 
मे तीन माम की अवधि के प्रथमान साक्षेप और गप्पाव मांगे गा 
थे, मिनके उसमे प्रभावित होने की संभावना थी । 


2. कोयला खान विनियम, 1957 ( जिन्हें इसमें इसके पश्चात उमन 
विनियम कहा गया है ) के विनियम ? के ग्वार ( 34 ) के पास निम्न 
लिन्छिन मला मनः स्थापित किया जायगा , अर्थात् - - 

" ( 344 ) खूद । म ऐमः उत्खनन अभिप्रेत है जो किमी 
खान में कोयले में : पत्न . लगाने या कोयला अभिप्राप्त करने के लिए 
किया गया है या मिया जा रहा है । " 

3. उक्न विनियमों के विनियम 11 के उपविनियम ( 10 ) के 
पश्चा , निम्नलिखित परस्तुका अंत : स्थापित किया जायगा , अर्थान : - - 

" परन्तु यदि किमी बैठक में ययापूर्वोमन गणपूर्ति नही को 
बैठक स्वत: ही मात दिन पश्चान् की पारीख को या यदि उमनि 


गस्त , 1988 


और उन राजपत्र मारीख 1 अगम् , 1988 और 
को जनता को उपलब्ध करा दिया गया था । 


और केन्द्रीय सरकार ने गा मामा के संबंध में मन से प्राप्न 
पाक्षेपों और महावों पर विचार बार लिया है । 
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सार्वजनिक छटी है तो अगले आर्य विषम के लिए स्थगित लो जाएगी 

इगके पश्चात अपकारी माहा गया है ) ऐमा प्रमाणपत्र धारण किए 
और स्थगित बैठक के लिए समय , स्थान और कार्यसूची अपरिवर्तित 

रखने के लिए योग्य है या नही जांच करने के लिए उम निरीक्षक 
रहेंगे । भी बैठका में इस बात को बिचार में लाये बिना कि में 

को , जो से निरीक्षक की पंमिन में नीचे का नहीं है जिसकी रिपोर्ट 
कितने सदस्य हाजिर हैं , काम का निपटार , विधिपूर्ण होगा । " 

पर उन र प्राधारित पी , लिखित रूप में प्राधिकृत करेगा । 

जांच प्रारंभ होने से पूर्व बोई , अपचारी को उम मामले का विवरण 
4 . उक्त विनियमों के विनियम 15 में - - 

देगा जिसके संबंध में जांच संस्थित की गई है । 
( 1 ) उपविनियम ( 2 ) के स्थान पर निम्नलिखिर उपविनियम 

( 2 ) ऐसी जांच के दौरान जांच करने के लिए प्राधिकम मिरीक्षक 
रखा जाएगा, अर्थात् - - - 

को सभी सुसंगत दस्तावेज दिए जाएंगे और वह निम्नलिखित को अभि 
( 2 ) प्रबन्धमा, सर्वेक्षदा , प्रोवरमैन या सरकार के प्रमाणपत्र 

लिखिस करेगा : 
हेतु किसी परीक्षा के लिए किगी छनकित को नप तक प्रवेश नही 
दिया जायेगा जब तक कि उसने किसी पाना प्राण बोर्ड की माध्य 

( क ) मे साक्षी का मापद जो उक्त राय मा प्राधार है 
मिमा विद्यालय परीक्षा य " उसके ममतुल्ल परीक्षा उत्तीर्ण न करना 

( ख ) ऐसा कोई साक्ष्य जो अपचारी देना चाहे ; 
हो, और इंजन चालक या विस्फोटकर्ता के प्रमाणपत्र हेतु जब तक यह 

( ग ) किमी माक्षी का ऐसा साध्य जो अपचारी प्रस्तुत करना चाहे 
बोर्ड का यह ममा धान न कर दें कि यह पढ़ा लिखा है । 

( घ ) खान के प्रबन्धकः का माध्य ; और 
परन्तु इस उपविनियम की किमी माह से बह रहीं मममा जाम कि 
उपविनियम के उपबंधों का ममाधान न यारने पर 1 जनवरी, 1992 को 

( छ ) कोई अन्य साक्ष्य को जांच करने वाले निरीक्षमः वार , आवश्यक 
या उससे पूर्व प्रकार के प्रमाणपत्र के लिए किसी परीक्षा में बैटने मे घड़ 

या सुसंगन मममा जार : 
व्यमित विवर्जिन हो गया है यदि वह पहले ही उका प्रमाणपत्र के लिए 

जब ना कि अपचारी पर्याप्म मुमना के बायव उपस्थित होने में 
किसी परीक्षा में प्रवेश पा चुका था । 

असफल ना रहे, पूर्वोक्त मान अपचारी को उपस्थिति में अभिलिखित 
( 2) उपविनियम ( क ) का लोप किया जायगा । 

किया आगा पौर उमे माक्षी ( उसके द्वारा प्रस्तुत किए गर म क्षियों से 

भिन्न ) की प्रतिपरीक्षा करने के लिड युक्तियुक्रा अवम दिया जाएगा । जांच 
5 . उा विनि : मों के विनियम 20 के स्थान पर निम्न वाम विनि पारने वाला निरीक्षक भी अपधारी और गाक्षियों की प्रतिरक्षा कर सकेगा । 
पम रखा जागा अर्थात् . .. 

( 3 ) जांच करने वाल निरीक्षक अपनी जांच समाप्त होने की लागत 
" 20. प्रमाणपत्र देने के लिए फीस - - ( 1 ) प्रमाणपत्र देने के लिए, 

से पन्द्रह दिन के भीतर, बोर्ड को अपने निष्कर्षों, जांच के दौरान अभि 
प्रत्येक आवेदन की बाधन फीसनिलिखित माल के अनुसार दो जाएगी : 

लिखित साक्षर के टिप्पणों और घर ममंगत अभिलेखों सहित अपनी रिपोर्ट 
( का ) प्रथम वर्ग प्रबन्धक के प्रमाणपत्र की दशा में 

100 म . 

भेजेगा । 
( ख ) द्वितीय वर्ग प्रबग्त्रमा के प्रमाणपत्र की दणा में 

75 रु . 

( 4 ) मक्ष्य संबंधी टिप्पणों और जांच करने वाले निरीक्षक के निवार्ष 
( ग ) सर्वेक्षण के प्रमाणपत्र की दशा में 

50 . 

की प्रतिया अपचारी को भी भेजी जाएंगी जो उन प्रतियों को प्रेषण की 
( घ ) मोषरमैन के प्रमाणपत्र की दशा में 

50रु . 

तारीख के तीम दिन के भीतर बोर्ड को अपना लिखित प्रपावेदन प्रस्तुत 
( 5 ) मरदार के प्रमाणपत्र की दशा में 

पार मकेगा । 
( च ) प्रथम वर्ग इंजन चालक के प्रमाणपन्न की दशा में 

30 र. . 

( 5 ) बोई माक्ष्य मोर अन्य भिलेखों गधा अपचारी द्वारा प्रस्तुत 
( छ ) दिसोग वर्ग इंजन मालना के प्रमाणपत्र की दशा में 

25 रु . 

किर गा लिखित अभ्यावेदन, यदि कोई हों , पर दियर करने के पश्चार 
( ज ) विस्फोटका के प्रमाण पत्र को वश में 

257 . 

या तो मामले में पोर जांच कारवाएगा और नब यो अन्यथा अपचारी को 
( म ) गैस परीक्षण प्रमाणपत्र की दशा में 

257 

उनके विरुद्ध आरोपों से मुका कारेगः या प्रमाणपत्र को , जैसा वह ठोस 
( ट ) लैम्प चैत्र के प्रमाणपन्न की दशा में 

25 . 

समझे , निलम्बित या रह पारेगा । 
( 3 ) मिका के जब अर्थी को मुत्यु प्रमाणपत्र देने के लिए 

( 6 ) विनियम के अधीन बोर्ड के मिली , देश के विरुद्ध अपील 
परीक्षा में पूर्व हो गई है, ययापूर्वोम: मंदत फम का प्रतिवाद नहीं मिला मादेश के 30 दिन के भीतर केन्द्रीय सरकार को की जा सकेगी । 
जागः । 

( 7 ) जहां इस विनिमय के अधीन प्रमाणपत्र निलंबित या रई किया 
6. दिनियम ? ? में, " अनुवैभिन " शब्द के स्थान पर "विहिर " शब्द 

जाता है वहां उस प्रमाणपन पर या विनिमम 23 के अधीन जारी की गई 
रखा जाएगा । 

उसकी प्रतिः पर उपयुक्त पृष्ठकित किया जाएग: - - 
7. उक्त विनियमों के विनियम 25 का लोप किया जाएगा । 

9 . उक्त विनियमों के विनियम 31 में , उपविनियम ( 2 ) के पमरे 
६. उक्त विनियमों के विनियम 26 के स्थान पर निम्नलिखिन रम्बा परम्सुक और या विनियम 149 का " शब्दों को उपधिनियम ( 3 ) में 
जाएगा, अर्थात् :- - 

भार हैं , वः लोप किया जाएगा । 
___ " 26 प्रबन्धक , क्षय , प्रोवरमैन , सरदार , इंजन चालक , 

10 , उक्त विनियमों के विनियम 32 के पण्चात निम्नलिखित 
दिस्फोट वार्ता मास परीक्षण के प्रमाणपत्र का निलम्बन या रद्दकरण 

विनियम अंत. स्थापित किया जाएगा , त् - - 
( 1 ) गदि प्रादेशिक निरीक्षक की यह गय हो कि प्रबन्धक , मर्वेक्षक 
पोदरमैन , गदार , जिन पालक , विस्फोटकर्ता या गैम परीक्षण के 

" 32-4 . संवातन अधिकारी की महतार और निमुक्ति - - हर खान में 
प्रमाणपन्न गः, धारा भाम है या अधिनियम अथवा इन दिनियमों जहां पहली डिग्री का गमीय संस्थर हो , जिम्मा मौन उत्पादन 50 ()(0 टन 
के अधीन पने पार्नग्यों के निष्पादन की उपेक्षा या उनमें कदाचार से अधिक है या इमरी अथवा तीमगे डिग्री पर प्रोस । उत्पादन 2500 
का दोषी है तो वह उस मामले को बोर्ड की जानकारी में लाएगा । टार से अधिक है वहाँ खान के पर्यवेक्षण कार्य में संचालन प्रमाली के मन 
बोर्ड यह अवधारित करने के लिए कि ऐसा व्यक्ति (जिसे इम रक्षण में प्रबन्धक की सहायता इन विनियमों के उपबंधों के अनुसार कि . मी 


30 रु . 
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मंकातन अधिकारी द्वार की जाएगी । यह ऐसा पास होगा जो निम्न 
लिखित प्राईन नम्ब ही . - 
( 1 ) किसी ऐसा खान की वणः में जि में पहली रिग्री का गैसीय 

संम्नर है मौ . जिस भौमा उत्पादन 15, 000 टन में अधिक 
है या किसी सी खान को दशा में जिसमें दूसरी या तीसर। 
वियो का गमीय मंस्तर है और जिमका प्रौमतान उत्सायन 

10, 000 टन से अधिक है, प्रबन्धक का प्रमाणपत्र ; भोर 
( ख ) प्रत्येक अन्य मामले में , विानी प्रबन्धक : प्रमाणपत्र या विनियम 

16 के उपविनियम ( 1 ) क परन्तुपा के प्रयोजन के लिए अनु 
मोबिल बना य: स इंजीनियरों में कोई डिग्री , डिप्लोमा 
या प्रमाणपत्न ; 


___ 14. उमा विनियमों के यिनियम 4. - के अधिनियम ( 2 ) में , 
" यदि " शब्द के स्थान पर “किलो श्रापानकार में सिवाय ऊपर 
विनिर्दिष्ट कर्तव्यों ये नि कर्तध्य संवतन प्राधिकारी को मों 
सौपे जाएंगे जहां कहीं न रखे आएं . 

15 उनविनियमों में विनियम 100 में . . 
( i ) उपविनियम ( 1 ) में " प निरं ! म्यों के स्थान पर 

" रादेशिक निरीक्षक " शब्द रखे जाए । 
( ii ) उपधिनियम ( 4 ) का लोर किया । 
( iii ) उपधिनियम ( 5 ) मे " उस । । का पयास कम से कम 

क्षेत्र जोहने से बच नई हो शब्दों के पश्चात् " कि बाय 
विस्फोट या नंभे पर भार पालने से उमग्न खतरे का सम्यक 

रूप से पाम रखते हः " शब्द अनःस्थापित किए । 
| h. उमस विनियमों के विनियन 10 3- 4 में - - 


( क ) उपविनियम ( 1 ) मे विद्यमान परंतुक के पश्चात निम्न 

विखन अंत स्थापित किया ज . प.ना , अत: - 


परन्तु जहां विशेष शत विद्यमान है , नहो प्रादेशिका निरीक्षक , लिखिः। 
आदेश द्वारा पौरः उन शर्तों के प्रधान जो यह उपमें विनिर्दिष्ट कारें , इन 
उपबन्धों के फेरफार में किसी मंवामन अधिकारों की नियुक्ति को 
अनुज्ञान या प्रक्षित कर सकेगा यो संवनन माधवार को महायता के 
लिए उने व्यकियों को नियुक्ति अपेक्षा कर सकेगा जितने मादेश में 
विनिर्दिष्ट किए जा 

परत यह और कि किसी ऐमो खान को धगा में मिस में पहली डिग्री 
का कोई गैसीय मंस्तर ६ और जिसका औमा उत्पादन 1 5, 000 टन 
से कम है , प्रादेशिक निरीक्षक उसमें खुदाई को प्रकृति और विस्तार 
परविचार करते हुए लिखि । मादेश द्वारा और उन शर्तों के अधीन 
गो वह उसमें विनिदिष्ट करे विनियम 315 के अधीन नियुक्त 
संबानन अधिकारी के पद को सुरक्षा अधिकारी के पद के माथ मिलाने 
के लिए प्रमुज्ञात कर सकेगा । 

स्पष्टीकरण - --इस विनियम के प्रधामन के लिए , " औसत उत्पावन " 
से पूर्ववर्ती वर्ष के दौरान सभी संस्तरों का भूमि के नीचे सक्रिया 
से कूल उत्पावन का प्रतिमाम औसन अभिप्रेत है । जहां खान में 
विभिन्न मिनियों के गैस पाने संस्तर हों वहां पूर्वोपणित उत्पादन 
औसत गैसीयतामो उचातभत्रिी के संस्तर या संस्तरों से समझा जाएगा । 


" परन्तु यह और कि रमिस्टरों में की गई किलो प्रविष्टि या उसमें 
किसी प्रविष्टि के न किए जाने से तथा पूर्वोक्न परन्तुफ 
के अमरग से संसू बना दिए जाने या न दिए जाने से अधिनियम 
या विनियम, नियम उपविधियों या उसके प्रमोन किए गए 
प्रादेशों के किसी के कयि और वाताएं किसी 
प्रकार सीमित नहीं होंगी । " 


( ख ) विनियम ( 2 ) के स्थान पर निम्नलिखित उपविनियम 

रखा जाए , अर्थात् : 


( 2 ) नरगिस्टर में कोई प्रविष्टि को माती है तो : -.. . 


( क ) तर प्रत्येक स्त्र . मो , प्रा कई और को यह जन 

कारों होना समक्षा जाएगा कि उस प्रविष्ट में पE 

अविष्ट है ; और 
( 4 ) उनको एक प्रति ऐसो प्रविष्टि तोन दिन के भीतर 

खान के पूर्व पट्ट पर पन्द्रह दिन से पन पत्र 
के लिए संप्रदगिन को माए । । " 


( ग ) अविनिपन ( 3 ) के पास व उपनयन न: 

स्थापित किil जएग , :--- 
( 4 ) रजिस्टर -- 
( क ) खान कार्यालय में अंतिम प्रविष्टि का गाने के पश्चात 


11. उक्त विनियमों के विनियम 34 के उपविनियम ( 1 ) 
के पश्चात निम्नलिखित उपविनियम अंत: स्थापित किया जाएगा 
मात् : - - . 

( क ) उपविनियम ( 1 ) के अधीन किसी ओरस्मैन को 
सौंपा गया जिला घसे प्राकार का नहीं होगा और न ही मन 
विनियमों के अधीन उसके कम्पों से भिन्न कोई अतिरिक 
कर्तव्य ऐसा होगा जिसमें न विनियमों के प्रवीन उनका विहिन 
कर्तव्यों के टीक ढंग 1 निर्वहन में रुकावट संसाध्य हो और 
यदि पूर्वगामी कठनों के संबंध में संवह उत्पन्न होता है 
तो उमे मुख्य निरीक्षक को विनिश्चय के लिए निर्देशित किया 
जाएगा । 

1 ::. उक्त विनियमों के विनियम 41 के उधिनियम ( s ) में 
असिम पाश्य के म्यान पर निम्नलिखित रखा जाएगा , अर्थात् : 

" ऐ.सी . प्रयोक जांघ का परीक्षण और उसके खण्ट्र और 
जहां संभव हो , दुर्वटना स्थल का या के फोटो , जिसमें गौरे 
पशित हों , म प्रयोजनार्थ रखी गई पष्ट संख्षांकित और 
जिल्वबम्ब पुमक में अभिलिखित किए जाने और उसकी 
एक प्रति , दुर्घटना के प्रन्द्रह दिन के भीतर मलय निरीक्षक 
और प्रादेशिक निरीक्षक को दे दी जाएगी । " 
___ 13. उक्त विनियमों के मिनियम 42 के उगविनियम 
( 2) मैं " यदि " शब्द के स्थान पर "कियो प्रापमान में है पियाय , 
ऊपर विनिर्दिष्ट काव्यों थे सि बोर्ड कटर सूरसा पधिका 
को नही मारे जाने और नहीं हों । पद र रे प. . । । 


के लिए मात्र 11 ज. गा , और 
( ख ) प्रादेशिक निशा दारा या उत्ती लिखित 

मजूरी के सिवाय पूक्ति अवि की नमासि पूर्व 

हटाया नहीं जाएगा । " 
. 17. उक्त विनियमों के विनियम 101 में : - - 
( i ) उपविनियम ( 1 ) के नत ( ) के मा निजिबन 

खा अंत . स्थापित किया जाएगा , यान् - . 
( ब ) पार्ष के 100 मीटर के भीतर किम संबंधी 

ख्वाई और सड़क मार्ग का प्रतीक अंगन किमो विकास 

पार्श्वके तुरंत बाहर होगी । 
(ii ) उपविनियम ( 2 ) और अधिनियम ( 3 ) , म्बान पर 

निम्नलिखि । उपविनियम रखे जाएो, अर्थात् :- -- 


. - । - - - - - - - - -- - - 


- - .. 


- 


- 


- 


- 


- - 


- - 


- - - 


- - - - - - - 


- 


THE GAZETTE OF INDIA : EXTRAORDINARY 

[PART II Sec . 3(1) ] 
- - - - - . -. . - - - - - . . .. . - - - - -- - - - 
( 2 ) प्रत्येक ऐमी खान जिममें भूमि के नीचे खुदाई हो रही है 

( घ ) किसी नियमित प्रालयकर्ता या ड्रेसर के रियूटी से प्रन् 
का प्रबंधक उपयिनियम । । ) में विनिर्दिष्ट फिसी संपिया 

पस्थित रहने की दशा में उसके स्थान पर लगाएं 
से प्रारम्भ स पूर्व और तब भी जव प्रायशिया निरिक्षक द्वारा अपेक्षित हो , स्तर 

आने के लिए सक्षम व्यक्तियों का पैनल ; और 
के भौतिक पंत्रिक गुण स्थानीय भजानिक वशाओं , कार्य और 
मंत्रीकरण की प्रणानी और पूर्व अनुभव का मम्मक रूप से 

( 1 ) मभी संबंधित व्यक्तियों अर्थात् लवान कर्ता रेसर 
ध्यान नमन हा विरखना करेगा और ऐसे व्यस्थित मालंब 

काष्ठकार, विस्फोटकर्ता, मरदार, ओवरमैन और महायक 
नियमों का पत्त वागः जिनमें नवाई के प्रत्येक 

प्रमन्धकों को जिनमें बदली के फाष्ठकार या ट्रेसर भी . है. 
स्थान के संबंध में अलब के प्रकार के और विनिर्देणा तथा उनके मीन 

व्यवस्थित मलय नियमों में पीर उपविनियम में तथा विनियम 
अंतराल विनिर्दिष्ट किया गया हो । 

110 के अधीन स्थायी प्रादेश संहिता और कार्य की प्रकृति से 

जिमका उस निमित्त प्रत्येक व्यक्ति द्वारा निष्पादन किया 
( i ) महक पथों पर , जिनके अंगन स स्थान भी बहा 

जाए पूर्ण रूप में अवगत कराने की रीनि । 
मशीमरी का उपयोग पाटाई संवहन या लदाई के लिए 

18. उक्त विनियमों के विनियम 109 के स्थान पर निम्न 
किया जाता है , सालंब : 

लिखित विनियम रखा जाएगा , अर्थात्:-- - 
( ii ) प्राप्म ( छायादार ) वी पापेकः पक्सि छत बोल्ट गा 

"109. प्रालंब लगाना - ( 1 ) ( क ) प्रत्येक छावाधार मुरभिम 
अन्य मालन । 

रूप में और मुश नींव पर लगाया जाएगा और 
( iii ) प्रसि कपाश्र्धस्थ पक्सिया, छन बोल्ट या अन्य आलंब । 

छत से कसकर रखा जाएगा । 
(iv ) प्रालया की अंतिम पंकिम और प्रामुख , 

( 4 ) जल्लां कोई छावाकर पाणू या अन्य प्रवाह मामग्री पर 
( v ) अधचालित मन्त्र और यि शुभ या लंब ; और 

____ लगाया गया है , 
( vi ) पंक और, प्रामुख : - - 

वहां 5 सेंटीमीटर से अन्यूम मोटाई , 25 मेंटीमीटर चौड़ाई 
. परन्त बिसा ऐसा खान काबाबत जहाँ , विकास मंत्रियाएं 

और 0 . 75 मीटर लंबाई के किसी सपाट 
पहले से चल रही है वहां उमवि नियम ( 1 ) के समगड ( ख ) और 

प्राधार वाले टुकड़े का उपयोग किया जाएगा । 
खण्ड ( ग ) में विनिविष्ट नवाई के स्थलों के संबंध में व्यवस्थित 

( ग ) छावाधार पर उपयुक्त मन की पीड़ाई छावाधार 
भालंब नियम , इस उायिनियम के न होने को नारी के 

के अर्धव्यास से अम्यून मोटाई । मेंटीमीटर से अन्यून 
15 दिन भानर विरपिम और प्रयुक्त किए जाएंगी । 

और लम्बाई 50 मेंटीमीटर मे अन्यून होगी । 
( 3 ) प्रबन्धक , उपविमियम ( 1 ) में विनिर्दिष्ट किसी मंक्रिया के 

( 2 ) किसी सहक पथ की छस को पानंष बने के लिए लगाई 
प्रारम्भ में कम से कम 30 दिन पूर्व और उपविनियम ( 3 ) 

गई प्रत्यक छर सड़क पथ के किनारों पर या सड़क 
झे परम्सुक के अधीन रहते हुए व्यवस्थित पालम्प नियमो की 

पथ के किनारों में कम से कम 50 सेंटीमीटर गहरे 
एक प्रति प्रादेशिक को प्रस्तुत करेगा. जो किसी भी समय लिखित 

अनाए गए छिद्रों में मजबूती से पड़ी हुई छाताधार 
आवेश द्वारा नियमों में ऐसे उपतिरां की अपेक्षा कर सकेगा 

पर य, काम पर या उपयुक्त रिमाइन तथा पर्याप्त 
जो वह उनमें विनिर्विष्ट करे 

मजनूती इस्पात की लम्पों पर सुरक्षित रूप से लगाई 
(iii ) यथापूमस विरचित और अनुमोदित और " अन्य 

माएगी और छत से कसकर रखी जाएगी । जहाँ 
शब्दों का जो उपविनियम ( 4 ) (में ) पाए है लोप किया 

लैंगिग आवश्यक हो, वहाँ लैंगिग की संख्या , छड़ की 

प्रत्येक मीटर लंबाई के लिए एक से कम नहीं 
जाएगा । 

होगी और लैगिंग को छन में कराकर राणा जाएगा । 
( iv ) उपविनियम ( 5 ) के पश्चात् निम्नलिखित उपविनियम 
अंसःस्थापित किया जाएगा , अर्थात्: - - 

( 3) ( क ) प्रालब के हा में प्रयुक्त प्रत्येक कांग 

सुनिर्मित होगा मौर प्राकृतिक फर्श पर या सुरक्षित 
" ( 6 ) प्रबन्धक निम्नलिखित विनिविष्ट करते हुए स्थायर्या 

नींव पर लगा लोगा, तथा छल से यबास भव निकट रखते 
प्राधेशों की फोई संहिता बनाएगा और कार्यान्वित करेगा । 

ऐप कमकर बनाए रखा जाएगा । 
( क ) उपयुक्म सामग्री पर्याप्त मजयूसी और पर्याप्त मात्रा में पानंब 

( ख ) कांग के भागों के रूप में केवल आयाताकार 
के उपापन और प्रयाय के लिए प्रणाली मार 

टुकड़ों का ही उपयोग किया जाएगा , तथा काष्ठ 
संगठन जहां ये सुकर रूप में उपयोग के लिए उपलब्ध 

की दशा में दो प्रामने-सामने के किनारों को जोड़मा 

भी पर्याप्त होगा । 
( ख ) हेलिग की पति जिसके प्रसगत खोलना और 

( ग ) कांग के भाग 1 , 2 मोटर से अन्यून लगाई 
समंजन भी है, जहां प्रावश्यक हो , और सतह से 

के नहीं होंगे 
आम्म तक और आमष रेखा से उनके नए स्थलों तक बालयों 

( 4 ) किसी डिपिसिरिंग क्षेत्र में कास परिनिमाण करने 
का परिवहन ; 

में पूर्व प्रत्येक काम के किनारे पर दाधारा का 

परिनिर्माण किया जाएगा । 
( ग ) प्रमुरक्षण के लिए प्रणाली और संगटन पोर मालगो की 
जांच छत और किमारों को देरमी करना, पासबों का 

( 1 ) अफे हए संस्तर में पालेब छावाधार और कम्सि इस 
परिनिर्माण , परीक्षा और पुन : कमना तथा विस्थापित 

प्रकार लगाः जागे कि मस्तर के मुकाव या मड़क 
पालंयो का जिसमा सतर्गस समुषित मोजार नौ 

1११ भाब्य १२ गति पान - राल मे १५ मधि काम 
पुन . परिनिर्माण गरला ; 

जालंय गुनिश्चिम - किया जा सकः । 


- - 


.. . 


- - - - - - - - - 


- - - - 


[ भाग II --- 3(i )] 

भारत का राजपत्र . प्रसाधारण 

- - 
( 5 ) छस में प्रत्येक कगार और प्रत्येक प्रमुख परार या 

( ख ) एमी छत के जिससे श्रापब हटाए जा रहे है, हाहने को रोकने 
सबलन , कम से कम काग्स के एक जोर या उपयुक्त रूप से परिवटिप्स 

के लिए प्रतिरिक्त आलंया का लगाया जाना, 
यार पार जड़ों में मालंबित रखी जाएगी । 

( ग ) मालबा को हटाने का अम , जमके किमारे के छावाधार का 

ल्टाने से पूर्व किसी कॉग को हटाना , 
( ७ ) ऊपर लटके हुए पावों की नीचे की ओर दरेमी की 

( च ) क्रिया में लगे व्यक्तियों मोर उसके प्राग -पाम उपस्थित अन्य 
जाएगी । जहां वह माध्य न हो , वहाँ खा छावाधार या ग्राम 

मभी व्यक्तियों की सुरक्षित रिति , 
के अन्य अपयुक्त साधन एक मीटर से अधिक के प्रतरालो पर 

( छ ) ऐसे सक्षम व्यक्तियों का प्रशिक्षण जिन्हें संक्रियाएं मौप। गई हैं , 
परिनिर्मित किए जाएंगे । 

और 
( 1 ) अहो बालंय के प्रयोजन के लिए बाष या अन्य सामग्री भरी 

( च ) श्रालंध हटान में पारात गर्यवेक्षण । 
हुई है या कोई पैक बनाया गया है. यहाँ उसे पैक किया जाएगा या छत 
स उसके संपूर्ण क्षेत्र में यथासाध्य रूप में कमा आएगा । 

20. उमत विनियमो के यिनियम 115-क में - - 
( 8 ) ( क ) छत और पारवे तथा प्रालयों का प्रायः यथायावश्यक 

( i ) उपनियम ( ३ ) के परतुषः खण्ड ( ग ) में "गोट क्षेत्र " 
परीक्षण किया जाएगा और सिवाय नब यो जब आय के प्रयोजनों के 

प्रददों के स्थान पर "गोड बोन मीर अनुपयुक्त महान रखे 
लिए पावश्यक न हो , कोई प्रासंम ओ पिसी सक्रिया में कीला हो गया 

जाएंगे । 
हो , टूट गया हो या हिल गया हो या इट गया तो मो उसे कम से कम 
संभव विसंध से पौर विशिष्टतया किसी व्यवधान के पश्चात व्यक्तियों को 

( ii ) उपविनियम ( 4 ) के परंतुक का लोग किया जाएगा । 
गुजरने की अनुजा देने या कार्य पर यापम याने से पूर्व कमा, बबला या 
पपछेषित किया आएगा । जहा तल कोयना या छत कोयला लिया गया 

21. उपस विनियमो के विनियम 119 के स्थान पर निम्नलिम्बित 
है वहाँ लघुसर लावाधार के स्थान पर दीर्घतर छावाधार लगाए जाएंगे । 

विनियम रखा आएगा , अर्थात् . 
( ख ) ऐसे प्रत्येक स्थान में जिसमें से छत कोयला लिया गया है या 

( 1 ) जब किमी व्यक्ति को धुओं या किसी अन्य पिता का पता 
छत या पार्य गिर गए है, न नो गिरे हुए कोयले को या उसके किसी भाग 

चले, जिससे स्वतः तपने का होमा उपशित होना हो , या 
को साफ करने का कार्य किया जाएगा और न ही किसी व्यक्ति को 

आग लगने का पता चले जो भूमि पर कोयला निष्कर्षण या 
गुजरने की अनशा दी जाएगी जब तक कि नई खनी छत या समीप के 

किसी कार्यरत निवृत्त खान में या भूमिगत खान के किसी भाग 
पायों की परीक्षा नहीं कर ली जाती है और यदि प्रावश्यक हो तो , 

में लग गई है, वह व्यक्ति तुरंत उसके बारे में अपने उसपार 
अस्थायी भागों द्वारा उन्हें सुरक्षित नही कर दिया जाता है । 

अधिकारी को सूचना केगा । 
( 9 ) उपपिनियम ( 8) में किमी बात के होते हुए भी , किमी सरदार 

( 2 ) फिसी निवृत्त स्वान में या कोयला निष्कर्षण द्वारा टूटी हुई 
या भोवरमैन के पर्यवेक्षण के अधीन न्यूनतम संख्या में उसने व्यक्ति लगाए 

भूमि पर या भूमिगत खान के किसी भाग में कोई ऐसा चिह 
आएंगे जो वहा पर छत और गायों की सुरक्षा के लिए प्रावष्यफ हो । 

जो यह उपशित करे कि प्राग लग गई है या लग सकती है 
( 10 ) जहां छत मोल्टों का आलंब के रूप में उपयोग किया जाना 

गा स्वत: नान हो गया है या हो सकता है, प्रकट होने पर - - 
है , यहां उन्हें अपने स्थान में सुरक्षित रूप में लगाया जाएगा । 

( क ) उन व्यक्तियों से भिन्न जिनकी उपस्थिति प्राग या तपन से 
( 11 ) ( क ) विद्युत प्रालब , इवचालिन छायाधार या रापर्क छ , कोयला 

निपटने के लिए प्रावण्यक ममी जाए सभी व्यक्तियों को 
के किसी जाल को पार्य से उतार लिए जाने के पश्चात् यथा माध्य प्रग्रगत 

तुरंत विवृत्त मान से था भूमिगत खान से या धरातल के ऐसे 
विथा आएगा ताकि यह सुनिश्चित किया जा मर बिना ग्राम की नवीनतम 

भाग से जहां उन्हें प्राग, ध्रुनो या बाहर निकली सप्त सामग्री, 
खुली छत को न्यूनतम रखा गया है । 

से खतरा हो सकता है. सुरन हटा लिए जाएगे । 
( ख ) वियस प्रालय , व्यचाग्निन में और छादाधार तथा घर्षण 

( न ) भाग या मम सामग्री को मारने पीर बान के लिए या माग 
छावाधार सुरक्षित रूप से लगाए जाएंगे और समय -समय पर उनकी जांच 

या तपम का नियंत्रण करने और मुंह बंद करने या अलग करने 
की जाएगी । यदि किगी विद्युत प्रालंम या द्रषचालिन मेख में किसी त्रुटि 

उसके फैलने से रोकने के लिए पविलंब सुरम्न पर्याप्त कदम 
फा पता चलता है तो उसकी यथाशक्य शीघ्र देखभाल की जाएगी और तब 

उठाए जाएंगे ; और 
तक के लिए उस स्थान पर छत में पारंपरिक ग्रालंब प्रभावी ढंग से लगाए 
आएंगे । किसी टिपूर्ण प्रचालित या घर्षण छावाधार को तुरंस बदला 

( ग ) भूमि के मीचे प्राग लगने या तपन की दशा में , विनियम 199 
जाएगा । 

___ क के अधीन तैयार की गई योजना भुरंत लागु की जाएगी । 
( ग ) महा छर फर्श या पार्या में मिसा अनियमितता के कारण 

( ii) उपविनियम ( 2 ) के स्थान पर निम्नलिखिम उपमिनियम रखे 
या किसी अन्य कारण से कोई विद्युत प्रालंब या प्रचालित में प्रभाव 

आएंगे अर्थात् : - - 
हीन हो जाता है, वहां पारंपरिक पालंधों का पर्याप्त मात्रा में उपयोग 
किया जाएगा । 

( 2 ) उस सम्पूर्ण अर्वाध के दौराम जब माग या तपन के संबंध में 

कार्रवाई करने या बंद करने का कार्य चल रहा हो तो ---- 
__ 19. उक्त विनियमों के विनियम 110 के स्थान पर निम्नलिखित 
विनियम रखा माएगा, अर्थात् : -- 

( क ) कोई सक्षम व्यक्ति स्थल पर हर समय उपस्थित रहेगा । " 
110 प्रासबों को हटाया जामा-- - जब कभी पाग्नयों को हटाया 

( स ) किपी हानिकर पदार्थ, स्वासरोधी या प्रज्वलनशील सी , 
जामा हो सो वे उस पति में हटाए जाएंगे जिस प्रवन्धकों के म्यायी 

ज्वाला भाप और गिगई गई या फैकी गई नप्त मामग्री, जल गैम के 
मादेशों में विनिषिष्ट किया आएगा । स्थायी प्रादेश के अंतर्गत निम्न 

विस्फोट और विरका में गिग्गे पानी या जलज गसिका, जो अाग लगने 
लिवित होगा - - 

+ पाल महा सत्र में है, से मनाया ना हान पाने जान को गेवर पं. 
( क ) समूचिम प्रौजारों का प्रक्षय और उपयोग नवा गुरक्षा उपाय . हिमा पर्याप्त पुर्वावधानियां बरसी आगी । 


. - - - - 


- - - 
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( ग ) भुमिगत सभी स्थानों पर या उमके निकट-- - 

( 2 ) ( क )मोम प्रकार के अग्निशामक या पानी का प्रयोग 
( i ) पर्याप्त संख्या में म्घबनावकारभ और कम से कम वो ममी 

नेल की या वैगुम अग्नि को बुझाने के लिए नहीं किया जाएगा । 
गिरस्थपण या पन्य उपयुक्त माधिव प्रापानकाल में प्रयोग के 

( म्म ) फोन किस्म के अग्निशमका का प्रयोग वैधत अग्नि बनाने 
लिए रखे जाएंगे । 

के लिए नही किया जाएगा । 
( ii ) उपयुपम पक्षियों से युक्त पिजग या कार्बन मोनोक्साः गैस 

( ग ) रसायनों से युक्त अग्निशमकों की , जो प्रचालित किए जाने पर 
का पता लगाने के लिए मुसा मिरीक्षक द्वारा अनुमोदित अन्य विषैली या अपायकर गैसों को छोड़ सकते हैं , अवस्था या उनका प्रयोग 
माधन रखे जाएगे ; मौर 

भूमि के नीचे महीं किया जाएगा । 
( iii ) एक लो वानी सुरक्षा लेप या कार्बनडाप्राक्साइ गम का पता 

परन्तु इस खंड की किसी बात मे यह नहीं मममा जाएगा कि वह 
लगाने : लिए मुख्य निरीक्षक द्वारा अनुमोदित अन्य माधन 

ऐसे अग्निशमकों का भूमि के नोषे प्रयोग प्रनिपिछ करतो है जो पलाए 
उपलब्ध रख जाग । 

जाने पर कार्बनडाई प्राक्साइट छोड़ने है । 
( 3 ) प्रत्येक मान का प्रबन्धक किसी पन या प्राग के निवारण , 
पता लगाने , कारवाई करने और नियंत्रण के लिए, भाग या सपन को 

( 3) ( म ) कोई सक्षम व्यक्ति प्रत्येक मान में कम से कम एक बार 
नियन्त्रित या विलगाम करने के लिए मार उपम मंत्रियायो म लगे व्यक्यिों ऐसे उपस्कर, मामग्री या प्रबंधों को परीक्षा करेगा जिनको अग्निशमन के 
की सुरक्षा सुनिश्चित करने के लिए उपयुक्त अग्निशमन प्रबंधों की 

लिए व्यवस्था की गई है और यह मुनिश्चित करने के लिए कि वे उचित 
व्यवस्था करने और उनके अनुरक्षण के लिए एक विस्तृत स्वीम तैयार काम चलाऊ हालत में रहे यह अग्निशमकों को जिसनो बार पावश्यक हो 
करेगा भार स्थापना करगा । स्कीम परिस्थितियों के अनुसार उपयुक्त रूप 

उतनी बार निस्मारित करेगा और पुनः भग्वाऐगा । 
से उपांतरिम की जाएगी और प्रद्यतन रखी जाएगी । 

( ख ) किसी ऐमो परीक्षा के बीगन था यात्रा कोई कमी पाई जाती 
21. उका बिनियमों के विनियम 120 में स्थान पर निम्नलिखित है तो उसे तुरंत दूर किया जाएगा । 
बिनियम रखा जाएगा, अर्थात :-- -- 

( ग ) ऐमी प्रत्येक परीक्षा , जिसमें निस्तारण और पुनः भरग मा 
" 1 20. अग्निशामक उपस्कर और संगटन : 

मम्मिलित है, की रिपोर्ट इम प्रयोजन के लिए रखी गई, जिस्दा पुष्ठ 

संख्यांकित पुस्तक में रखी जाएगी और परीक्षा करने वाले व्यमित द्वारा 
( 1 ) प्रत्येक खान में -- - 

उस पर हस्ताक्षर करके तारीख डाली जाएगी । 
( क ) मब तक कि प्रादेशिक निरीक्षक द्वारा स्पष्टतया लिखित में 
छूट न ६ वी गई हो , भूमिगस सभी कार्य स्थानों में मीर पाग की जोखिम 

23. बिनियम 122 के उपविनियम ( 4 ) के खंड ( क ) में , " भूमि 
वाले अन्य सभी स्थानों पर उदाहरणमया कोयला भंडार, कार्यनयुक्त सामग्री के नीचे तपन " शब्दों के पश्चात् या गोफ या पुरानी बानितों के किसी 
वाली फालतू मिट्टी के दर, तान उत्पन्न करने वानी कोयला प्रभाष्य भेव का मुंह बंद करने " शब्द अंत: स्थापित किए जाएंगे । " 
सतह प्रादि भी है , जो प्रभावी पग्निशमन के प्रयोजन के लिए प्रर्याप्त 
दाब पर अल की पर्याप्त मात्रा का प्रदाय करने के लिए परिदान के 

24. विनियम 123 के स्थान पर निम्नलिखित विनियन रखा जाएगा , 
प्रभावी साधनों की व्यवस्था की जाएगी और उन्हें बनाए रखा जाएगा ; 

अर्थात् : - - 


( ख ) अग्निशामा उपस्करी के उपयुक्त प्रदाष के साथ अग्निशमन 
केन्द्रों की स्थापना की जाएगी और धरातल पर और भमि के नीचे 
दोनों में सुविधाजनक स्थानो ने अनुरक्षित बनाए रखने जाएंगे ; और 


" 123. धूल मे बचने के लिए पर्यावधानियां : ( 1 ) प्रत्येक खान का 
स्थामी, अभिकर्ता या प्रमन्त्रक ऐले कान उकामा जो जून के उस मन 
को कम करने के लिए और ऐसी धूल के दमन के लिए बा भूमि के नीचे 
पा भूतल झार्यस्थल से वायु में प्रवेश करती है, प्रावग्यक है और यह 
सुनिश्चित करने के लिए कि प्रवसन योग्य धूल के प्रति कर्मकारों का 
अनावृत रहना उम हद तक सीमित हो सके जो युक्तियुक्स म्प मे साध्य 
है, किन्तु किसी भी दशा में ग्रह उन मीमा से अधिक न हो सके ओ 
व्यक्तियों के स्वास्थ्य के लिए हानिप्रद हो । 


( ग ) वाणु या अदाना धूल या बहनीय अग्निगामकों की निम्नलिखित 
में व्यवस्था की जाएगी - - 
( i) खान के प्रस्यक प्रसंश स्थान और उपयोग. में पाने वाली प्रत्येक 

अवतरण सौर शोट नली पर ; 
( ii ) ऐसे प्रत्येक स्थान पर जहां काष्ट , ग्रीन, खेल मा अन्य ज्वलम 

शील सामरो पचित है ; 
( ii ) प्रत्येक इंजन का विधान गियर, सड़क मार्ग वाहक चालन 

निट सेजल इंजन अनुरक्षण कार्यशाला और भारण केन्द्र , 

संचगन बैटरी प्राधेषण केन्द्र , भार 
( iv ) भाग की जोखिम वाले ऐसे अन्य विशेष स्थानों पर जो प्रबंधक 

द्वारा विनिर्दिष्ट किए जाए । 


( 2 ) इस विनियम के प्रयोजन के लिए किसी व्यमित के कार्य करने 
या गुजरने या यहाँ होने के लिए कोई स्थान प्रहानिकर हालत याला नहीं 
सममा जाएगा, यदि प्राट घंटे का समय जो वायु मालिस प्रमानयोग्य धून 
का जमीकृत औसत संकेन्द्रय है, मुख्य निरीक्षक द्वारा मांधारण या विशेष 
प्रादेश द्वारा विनिविष्ट प्रक्रिया के अनुसार अनुमोदित और अधारित 
किस्म के गुरुत्वमाप । घूल प्रतिपयक द्वारा सेंपल किए गए चाय के प्रति 
क्यूबिक मीटर मिली प्राम में बड़ा तीन में प्रावक हो जाता है महा 
निर्वाध श्वसनीय विद्यमान सिलिका 5 प्रतिमा मे का है और अन्य 
दशानों में विद्यमान निधि एवमनीय सिलिका की प्रतिगतता के माय 
15 अंक को विभाजित करके प्राप्त मल्प । 


( घ ) जग्न प्रणाली, टोटियो. अग्मिणमन केन्द्र , पिकेन्द्र, संयातन प्रणाली , 
मचाय मार्गों प्रादि को शिन फरस प्रा अद्यतन अग्मिणमन पारेख . 
बनाए रखने जाएंगे और उसकी एक प्रति खान कार्यालय और भूमि के नीचे 
खान मे सुगम स्थानों में लगाई जाएगी । पर्याप्त मंध्या में व्यक्तियों को 
अग्निशमकों में उपयोग और अग्निशमन सेवा में भी शिक्षित किया 
। । मस्तियों न ममा म पस्कन । 
के बारे में मान मापा जाएगा जिनकी कान में ध्यत्रया की गई है । 


( 3 ) ( क ) प्रत्येक खान का स्वामी अभिकर्ता या प्रबंधक पस 
विनियम के प्रवरत होने के छह मास के भीतर और उसके पश्चात 
५. म-से-कम मार्ग , छ माम म ग जर की लिखित आदेश द्वारा 
प्रादेशिक निरीक्षक ऐसी अपेक्षा करें, प्रमेक ऐसे कार्य स्थान पर, सदा 


ForII --- 5 (1 ) ] 


भारतराजपमा मनापारण 


. . .. - - - 


- 


- - - 


- 


- - 


-- - 


- - - 


- - - - - - - - 


- - 


- - 


- - - 


- 


- - 


- 


- 


- - - 


- - - - - - - - - 


- - - - - - - 


- - - 


वायुवाहित धूल विक्रमित होती है, अहो को वायु का धन तरा । और 
उपमें श्वसनमाल के संकेन्द्रण अवधान्ति कग लें । 


परम्सु यदि किसी मशीनरी मा उपस्कर श्री . धूल पित्राण और निरोध 
पक्ति दक्षतापूर्वक कार्य मारने में असफल रहती है तो उक्त मणीनरी या 
नुपम्कर का संचालन उसी प्रकार अम्द कर दिया जायगा मर गव नक 
पुनः प्रारम्भ नहीं किया जायगा मन ना कि 31 माई म वृद्धि को 
टीक नही कर लिया भाता है । 


परन्तु यह और कि किमी प्रेमी कार्य स्थिति मे , जहा श रूप में 
संरक्षण के प्राकस्मिक उपाय या अनुरक उपाय के घर में , तकनीकी 
गति में प्रवमनीय भूल संकरण को अनुज्ञात सीमा में जाने बिना मभर 
नहीं है या किमी यक्ति को प्रतिस्थापित और चालू करने जा न निवारण 
या वमन के लिए किनी नवीन कार्य व्यवहार का संस्थापित करने के लिए; 
प्रावश्यक प्रवधि के दौरान, प्रनो धून प्रनावरण - मीमा का अनुपालन 
मुदूर संक्रिया द्वारा या कार्य प्रावर्तन द्वारा प्राप्त किया जा सकेगा और 
ऐसा करने में असफल रहने पर ममधिन धन अमित्र के प्रयोग धारा 
प्राप्त किया जा सकेगा । 


परम् यदि किसी कार्य स्थान पर निमी माप के ममेन्द्रण उपविनियम 
( 2 ) में विनिर्दिष्ट अनुज्ञात सकेन्द्रण (जिम इममें मारे गपचान् अनजान 
सीमा " कहा गया है ) पचास प्रतिशत या पचहत्तर प्रतिशत से अधिक 
प्रतीत होता है तो पश्चानुवर्ती माप ऐसे अन्तराल पर किए जाएंगे जो 
श्रमशः तीन मास या एक माम से अधिक का न हो : 

परन्तु या पौर कि ऐसे माप भी , किमी मयंत्र उपस्कर या मगीनरी 
के बालू किए जाने पर या किसी नवीन कार्य अभ्यास के प्रारम्भ किए 
जाने पर या उममें ऐसे परिवर्तन किए जाने पर जिससे बायुवाही 
श्यवसनीय धूल के स्तरों में पर्याप्त परिवर्तन होने की सम्भानना हो, तुरन्त 
किए जाने चाहिए । 

( ख ) लिए गए नमूने यावत्माव्य कर्मचारियों के धूल प्रभावन स्मरों 
के द्योतक होंगे । इस प्रयोजनार्थ सैम्पलर को , धूल जनन बिन्दु की विपरीत 
दशा में तथा प्रचाणक या अन्य कर्मकार , जिमफा प्रभावन उपके यापारी 
समूह में अधिकतम ममझा जाए . की मामान्य काम करने की स्थिति के 
1 मीटर के भीतर किन्तु उसके पीछे नहीं लगाया जाएगा । 

( ग ) मियत स्थान पर नमूना लेने के परिणामों पर आधारित कर्म 
कारों के विभिन्न प्रवर्गों के लिए घोतक धूल प्रभावन रूपरेखा प्राकलित 
की आएगी और प्रति जांच के माधन के रूप में स्थिर मानि रग को ऐसे 
चुने हुए कर्मकारों की प्रवेशद्वार से प्रवेशद्वार तक वैयक्तिक मानिरिंग 
बारा संभवतः अन्कलित किया जाएगा जिनका प्रभावन उनके कर्यकारी 
समूहों का घोतक समझा जाएगा । 

( घ ) सैम्पल ऐसे व्यक्ति द्वारा जिसे विशेष रूप से इस प्रयोजन के 
लिए प्रशिक्षित किया गया है, ऐसे मैम्पल लेने वाले उपस्करों और उप 
साधनों के साथ लिया जाएगा जिनको शु अनुरक्षण और कुशल मंचालन 
सुनिश्चित करने के लिए जांच पड़ताल कर ली गई हो और जिनकी 
परीक्षा , परीक्षण तथा प्रशांकन ऐसी तारीख को किया गया हो जो एक 
वर्ष से पहले की न हो । 

( स ) नमूनों में विद्यमान अन्तःश्वसनीय पूलांश और पूर्णतया किसी 
कोयला संस्तर में की जा रही खुदाई के भिन्न किमी खुवाई से संग्रहीत 
नमूनों की दमा में स्फटिक प्रा यथामाध्य शीघ्रता से समुचित रूप मे 
मुग्जित एक ऐसी प्रयोगशाला में किया जायगा जो मुख्य निरीक्षक द्वारा 
एम निमित्त लिखित रूप में अनुमोदित की गई हो । 


( 5 ) प्रत्येक ऐसा खान का स्यामी , अभिकर्ता या प्रबन्धक , जहा भूल 
गियों को पाबश्यकता हो सकती है . संबंधित कर्मकार व्यक्ति की लागत 
के बिना उसके प्रयोग के लिए पर्याप्त संख्या में धन प्रबगियों को बल 
प्रथमिन्त्र की नियमित सफाई , विमझामण और दक्षतापूर्ण कार्यकरण की 
हालत में अनुरक्षण करने की और मित्रों की मत्रिा फिग को और 
मंत्रा काकारों को हमको आवश्यकत और प्रयोग करने को पूर्ण रूप में 
प्रशिक्षण की व्यवस्था करेगा । 


( 6 ) धुन फेनने और एकत्रित होने और वायुवाही धूल के प्रमार 
को निधारित करने के लिए निम्नलिखित उपबम्ध्र प्रभावी होंगे. अयोस् : - - 

( क ) धुल का नमन , उसके बनने के स्रोत में जरा पर बाती है . 
यथासंभव समीप किया जाएगा । 

( ख ) भतल पर या भतष में नीचे पत्थर बमति या जोर करने के 
दौरान - - 
( i ) ऐसे टुकड़ों जो तीक्षण श्लो , और ममुचित प्राकार के हो . का 

प्रयोग करके , टुकड़ों पर उपयुक्त दबाब डालकर और छिद्रों 
को कतरनों मे माफ करके धूल के उत्पादन को कम किया 

जाएगा . 
( ii ) प्राकृतिक रूप से भीगी भूमि में मिवाय , कानो को गीला 

करने के लिए पानी का जेट काटने याने किनारे की मोर 
किया जाएगा या मुख्य निरीक्षक द्वारा अनुमोदित जमनी हो 
पत्र युक्ति की व्यवस्था की जाएगी और वातावरण में धूल 
भरने से निवारण के लिए उसे प्रचालन में रखा जाएगा । 
अहां वायु संचालित डिलिंग की जाए वहां संपीडित बाय का दिल 
के लिए उपयोग करने से पूर्व पानी खोल दिया जायगा । 
किन्तु जहां डिलिंग हाय से की जाए यहां ऐमी ट्रिलिंग के 
वीरान सुगखा को निरन्तर पाई रखना पर्याप्त होगा । 


( च ) वायवाही प्रवसनीय वूल के मापों के सभी परिणाम और सभी 
अन्य सुसंगत विशिष्टिया सैम्पलों के मंग्रह किए जाने की सारीख से चौदह 
दिन के भीतर इस प्रयोजन के लिए रखे गा पृष्ठ संमयांकित जिल्दबद्ध 
बही में व्यवस्थित रूप में अभिलिखित की जाएंगी और चौबीस घंटे में 
भीतर पूर्वोक्त बही की प्रत्येक प्रविष्टि प्रबन्धक द्वारा प्रतिहस्माक्ष रित 
की जाएगी और तारीख डाली जाएगी । 


( ग ) भमितल पर या मतह के नोष प्रत्येक सक, जही पल मनन 
मशीनरी कार्यरत हो नियमित रूप से गीली रखी जाएगी या किती 
अन्य उमी प्रकार की कामार युक्ति द्वारा वातावरण में फैलने वाली धन 
को कम करने के लिए प्रभावी उंग में अभिक्रियान्वित किया जाएगा जिसमे 
कि वातावरण में धूम न उठ पाए । 


( 4 ) जब धूल को मामीटर करने के परिणामों से यह सामित श्री 
जाता है कि किसी स्थान पर धूल मकेन्द्रण को अनुशेय सीमा बढ़ गई है 
तब धूल के उत्मर्जन को कम करने के लिए तुरन्त कदम उठाए जाएंगे 

और प्रादेशिक निरीक्षक को अधिसूचित किया जाएगा । किन्तु यदि अम्सः 
श्खमनीय धूल का औसत संकेन्द्रण पश्चानवर्ती माम के दौरान 7 क्रमवी 
मामान्य कार्य पारियों में लिए गए श्रमबद्ध नमूनों के अनुज्ञेय सीमाओं में 
और गुना अधिक हो जाता है तो सुमंगत संक्रिया या मंक्रियाएं जिनसे 
अधिक धूल उत्पन्न होती है , मन्द कर दी जाएंगी । मंझिया या संक्रियाएं 
तब तक पुन : प्रारम्भ करने या बनाने नहीं दी आएगी जब तक कि धूल 
के निवारण और मिरोध के लिए सुधार न कर लिए भाए हों और उक्त 
संक्रिया या संक्रियापों के पुनः प्रारम्भ किए जाने पर तुरन्त लिए गए ममूनों 
से यह साबित नहीं हो जाता कि ऐसे मुधारों का धूल संझेन्द्रण " अनुज्ञेय 
सीमा " से कम हो गया हो : 


( घ ) खनिजो या प्रयम्कों को छानने या छांटने के लिए कोई मंयंत्र 
पौर यथाशक्य सिंडर, सीमेंट , रेल , मोरटार या अन्य शुष्क और बारीक 
मामग्री की कोई दर किसी डाउन काम्दशैफ्ट या प्रसंगहीन धायुमार्ग 
के ऊपर 80 मीटर के भीतर नहीं रखा जाएगा , या ऐसी किसी सामग्री 
को इस प्रकार प्रयोग में नहीं लाया जाएगा जिससे कि यह वायुवाही हो 
जाए और ऐसे शफ्ट या वायुमार्ग में विषकर न चला जाए । 
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मा - - - - - 


हो सो कार्ययानों में लगे पुनः परिचापित करने में पूर्व या तासारवण 
में छोपने मे पूर्व, इस प्रकार फिल्टरित किया जाएगा जिसमे कि उसमें 
की पनमनीय भूल के मकरण को " अनमार मीमा " में दो पनिशम मे 
गाने या सा भर्मः । 


( 5 ) भूमि के मोने की परक anti . - 
( i ) गे किमी गणीनरी या उपस्कर की , जिनमे गाजार मीमा 

में पधिमा धून निकलने की संभावना है , लब तक नही मनापा 
जाएगा प्रष समा वह ममचित घुल निवारक पीर दमन की 
यपिम में सुमजित न हो और नव नव फि मा मुगिन कारगर 

प में कार्य न कर रही हो । 
( ii ) प्रत्येक यांत्रिक कोयना कर्तक पर पिकों के डिजायन व्यवस्था , 

मामग्री और हालत ऐसी होगी जिससे फि धूल का बनना कम 
में कम हो जाए और कोई योनिक कोयला कर्तफ नब तक 
प्रचालित नहीं किया जाएगा जब मक समुषित जल के छिड़काव 
या अल के जैट का उसके कटिंग किनारों पर रुख न किया 
जाए जिममे कि कटिंग को नम किया जा मके मे ही थे 
बने । 


( ii ) प्रन्येक कार्यरत मुख और शुभके साठ मीटर के भीतर प्रत्येक 

सड़क या वायुमार्ग के नल , छत और किनारे जय सक पुरी 
सरल स्वाभाविक रूप मे गीले न हों , धूल एकत्रित होने में 
रोकने के लिए नियमित गण मे धृलाई की जाएगी और उन्हें 

नाम की पारियों के दोगन पूर्णतः गीला रखा जाएगा । 
tiv ) किमी मणीनरी या संक्रिया में निकलने वाली थल को माफ 

करने में लिए पर्याप्त वार प्रवाह प्रौर शुल संकेन्दण को " अन 
जान मीमा " गे नीचे रखने के लिए माधारण मंवातन द्वाग 
योर गरि जायश्यक हो म्यानीय संघासन द्वारा बनाए रमा 
माएगा जिससे कि यथाशक्य किमी गएफ मार्ग या फास्थान 
में बाय की गनि सी न हो जिममे कि वातावरण में चल उठे । 


( ज ) किमी मणीगरी, उपम्कर या प्रक्रिया द्वारा उत्पादित धूल के 
निधारण और बचाने के लिए तथा निकामिन वायु को फिल्टर करने के 
लिए भी प्रयका प्रत्येक युक्ति का और प्रत्येक धूल वमित्र का मात दिन 
में कम से कम एक बार निरीक्षण किया जाएगा और प्रत्येक छह माम 
की अवधि में कम से कम एक बार पुरी परीक्षा और प्रांच की जाएगी 
और प्रत्येक एमी निरीक्षण, परक्षा और गांव के परिणामों का रिपोर्ट 
को , उपविनियम ( 3 ) के खण्ड ( ) के अधीन रहे गा रजिस्टर में 
अभिनिषित किया जाएगा । 

( 7 ) प्रत्येक ऐसी खान का प्रबन्धक जहाँ वायूवाही धूल उत्पाविल 
होती है , एक म्कीम बनाएगा और उसे कार्यान्वित करेगा जिसमें निम्नलिखित 
विनिर्दिष्ट होगा 

( क ) नमूने लेने का अवस्थाम, प्रायग्नि , समय, अवधि और पचति । 

( ख ) नमन चेने के लिए प्रयोग किए जाने वारे उपकरण और 
उपमाध्रन । 

( ग ) प्रयोगशाला , जहा नमूनों की प्रथमनीय धूल को अन्तर्थस्त और 
स्फटिक ग्रनवस्तु प्रबंधारित मी जाएगी । 

( 1 ) सप विधाम जिममें धूल- संकेन्द्रण के माणों के परिणाम और 
अन्य विणिटियां अविलिणित की जाएगी । 

1 ) धल मानिटर करने और धुल निवारण तथा उसे प्रयाने मसंधी 
उपायों और धल प्रवामित्रों को परीक्षा और अनुरक्षण के लिए संगठन ; 


और 


( v ) विम्फोटन , पात्रात कार्यस्थाना में लब तक प्रवेश नहीं किया 

जाएगा जब तक वायु प्रवाल बाग धूल घुले और गम्मय धंग 
के माफ हो जाने के लिए पर्याप्त समय न बीत गया हो तथा 
बंधित मामगी को तब तक नहीं हटाया जाएगा , जब तक उम्म 
जल द्वारा पूरी तरह से गीला म कर दिया गया हो । 


( च ) धल नियंत्रण उपायों के कार्यान्वयन में मेघश मभी व्यक्तियों 
को दम निमिम्न प्रत्येक द्वारा किए जाने वाले कार्य की प्रकृति मे पुर्णन: 
सुपरिचित कंगने की रीति । 


( 8 ) प्रादेशिक निरीक्षक , जहाँ विशेष परिस्थितियां विद्यमाम हो , 
एक लिखित प्रादेश द्वारा और ऐसी शर्तो के प्रधीन रहते हए जो वह 
उममें विनिर्दिष्ट करे. पूर्वगामी उपयों में या प्रबन्धक की स्वीम में , 
किसी परिवर्मन की अनुमा वे मकेगा या अपेक्षा कर सकेगा । 


19 ) म चिनियम में निर्दिष्ट किमी मात के संबंध में किसी शंका 
के उत्पन्न होने पर वह मुख्य निरीक्षक को विनिम्चय के लिए निविष्ट 
की जाएगी । 


25. उपम विनियमों के विनियम 123-4 के उपविनियम ( 1 ) के 
पश्चात् निम्नलिखित उपधिनियम अन्तःस्थापित किया जाएगा , अर्थान : 


( vi ) कोयले के परिवहन के लिए प्रयुषा पानों , टों और पन्धेयरों 

को प्रच्छी हालत में रखा जाएगा जिससे कि अधिप्ल , पन या 
रिसन कमको मो - गटो, पिंक कल्नेयरो, कानम्मरो. रिक्स की फयर 
निर्वहन बिन्यों और बाल्टी लदान और उतरान मम्थापनों 
का इग प्रकार नियंत्रण किया जाएगा जिससे कि घुल बनना 
न्यूनतम हो जाएगा । ऐसी मामग्रियों को यपि ये पूरी गीली 
मही हो या धूल चबाने के ऐमी अन्य किमी मुक्ति का प्रयोग 

नहीं किया जाए पूरी तरह गीला भी किया जाएगा । 
( vii ) जब तक कि विणेष कठिनाइयों के कारण, प्रादेशिक निरीक्षक 

पारा स निम्ति लिखित रूप में छूट महीं दी जाती है और 
ऐमी गर्भो के अधीन रहते हुए जिम्हे यह उसमें विनिर्दिष्ट 
करें , पापो में जल को पर्याप्त परिमाप में और पर्याप्त दयात्र 
के अधीन और अलग से किस । पपिंग प्रणाली का मा उपबंध 
पिया - एग और उसी हालत में बनाए रखा जाएगा जिससे कि धूल 

को अधिक से अधिक कारगर रूप से गाल किया जा सके । 
( च ) कोयले या पाटगे के पीमने , सोने, विघटित करने , तराशन , 
छांटने , ग्राइडिंग करने , छानने या सीविंग करने की किसी प्रत्रिया को 
या उमसे मनुषंगिक किमी संक्रिया को किसी खान में नब तक नहीं किया 
जाएगा जब तक पक्षतापूर्वक पानी देने का अभ्य समुचित भौर प्रभावी 
धूल नियंत्रण उपाय जैरो कि , जो अलग करने बाड़ा लगाने, मंबातन और 
धुल संग्रहण तक सीमित नहीं है , परिकलिगत . उगम म्धिप्त , अनुरक्षित प्रार 
प्रयोग नहीं किए जाने हैं । 

( छ ) भूमि के नीचे मिष्कामिन घायु की , जिसमें "अनुगात गीमा " 
मे अधिक धूल हो , कारगर मप से ननकल किया जाएगा और यदि आवश्यक 


( 12 ) ( क ) खान के ऐसे प्रत्येक भाग को जो प्राकृतिक रूप से 
पूर्णत . गीला नहीं है या जो विस्फोट गेंधी रोक मे अलग नहीं किया गया 


( i ) बारीक आज्वलनशील घल में , ऐसी रीति में और ऐसे मम्तरालों 

पर अभिभिनित किया जाएगा जिनसे मुनिश्चित हो कि फर्श, 
छन और किनारों पर धूल और किमी भालंब या संरचना में 
कोयले के मम्मरों की दाणा में , जिनमें वाष्पशील पदार्थ ( शुष्क और 
गख गहिन प्राचार पर ) 30 प्रतिणत से कम है , प्रज्वलनणील 
पदार्थ का मिश्रण हमेशा 7 % से कम नहीं होगा और ऐसे 
कोयले के मंस्तरों की कणा में , जिनमें ऐसे बाष्पशील पदार्थ के 
.30 प्रतिशत से अधिक है. प्रज्वलनशील पदार्थ 85 प्रतिणत से 
कम नहीं होगा , या 


- . - 


- - -- - - - - - - - 


- - - 


- - 


- - - - - - 


गा 
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( ii ) पानी से ऐमी गति में और मल रानों पर अभिक्रिषित किमा 

( ii ) लपविनियग ( ! ) में 
जाएगा जिसमे सुनिश्चित हो कि फर्म , छत और किनारों पर न 
और किसी पालंब या संरचना पर सदैव प्रगाहमिश्रण में जल 

( अ ) स्तुप ( ख ) में , " 24 घंटे " अंकों और शब्द के स्थान पर " 20 
भार के प्राधार पर 30 प्रतिशत में मंयोजन में कम नही होगा ; 

घटे " प्रथा और शरद रखे जाएंगे : 

( श्रा ) सण ( ग ) में , " विनियम 123 ( 5 ) ( ख ) " शब्द , अंकों , 
( iii ) ऐसी शति में अभित्रियिप्त किया जाएगा जो प्रादेशिया निगटाक 

कोटकों और अक्षर जहां कहीं ये आते हैं , ये स्थान पर "विनियम 
लिखित रूप में प्रादेश द्वारा वनमोदिन करे । 

1232 ( 1क ) ( क ) " माद, अंक , अक्षर और कोप्टक रख 

जाएंगे । 
( ब ) इम उपविनियम के प्रयोजन के लिए प्रयोग की गई प्रग्वलन 
शील धूल - 

( iii ) उपधिनियम ( 5 ) में , "विनियम 123 ( 5 ) ( ख ) " शब्द , 
( i ) ऐसी होगी कि उमम मुक्त शिलिफा 5 मिणा से अधिक न 

अंकों, कोष्ठकों और अक्षर के स्थान पर " विनियम 12312 , 

( 1 क ) ( क ) " णब्द, अंक , अक्षर और कोष्टक रखे जाएंगे । 
हो । 
( ii ) इसनी बारीक और पसे स्वरूप को होगी कि वह वायु में प्रामानी 

27 उक्त विनियमों के विनिग्रम 127 में ,--- 
से बिखरने योग्य हो और यह कि जब उन यानों में प्रयोग 

( i ) उपविनियम ( 1 ), ( 2 ) और ( 3 ) के स्थान पर निम्नलिखित 
को जाए, जो पग्न में जल द्वाग प्रत्यक्षतः गोले नही किए गm 

उपविनियम रखे जाएंगे , अर्थात् 
हैं , वह पिर न वन , किन्म जब मन में या किमी सचिन गाधिन 
द्वारा उराई जाए , तो वाय में बिखर जाती है ; और 

" ( 1 ) प्रत्येक ग्यान में नमी खान का पार्श्वस्थ खान की खदाइयों से 

जब वे गीली हो जाएं पानी या अन्य द्रव पदार्थ या अन्य मामग्री 
( iii ) यथासाध्य रंग में हल्के रंग की होगी । 

के पट निकलने को रोकने के लिए, जिसके बाहने की संभावना 
( ग ) एसी कोई भी प्रज्वलनशील धूल प्रयोग नहीं की जानी रहेगी 

है , और जांच के लिए बोर छिद्र प्रवैधित करते समय या 
यदि यह परीक्षणों में , जो प्रत्येक तीन माग में कम से कम एक बारकिए 

पानी या अन्य व पदार्थ निकलने के ममय होने वाली दुर्घटनाओं 
जागे , पूर्वगामी अपेक्षायों के अनुरूप नहीं पाई जाती है : 

को रोकने के लिए उचित व्यवस्था की जाएगी । 


परन्तु जब किसी खान में प्रयोग की जाने वाली प्रज्वलनशील धृत 
का प्रदाय किमी नियमित स्रोत से नही है, तो जब भी प्रश्चलनील 
धन का नया प्रवाय प्राप्त होता है परीक्षण किए जाएंगे । 


( 2 ) जहां निम्नलिखित में कार्य किया जा रहा है : 
( क ) (i ) मिमी अन्य मीम या मैक्णन के नीचे कोई सीम या 

मैक्णन ; या 
( ii ) किमी मीम या मैक्शन के नीचे के ऐसे स्थान में जो किसी निम्न 

सर मीम या मैक्शन के फिगी म्थान से निम्नतर तल पर है ; 


( घ ) यदि कोई स्थान या छान का भाग प्रज्वलनशील धूल से अभि . 
क्रिमित किया जाना है , तो ~ ~ 
( i ) प्रज्वलनशील धूल मे अभिक्रियित करने से पूर्व, सभी कोयले 

की धूल यथाशश्य लत, किनागें , फर्ण, शादाधार, काग , प्रहें, विभाजक 
कपड़ा या कोई अन्य वस्तु या संरचना या स्थान से , मिस पर 
कोयले की धूल जमा हो जाए, माफ की जाएगी और इस प्रकार 
एकत्रित होने वाली सभी धन 24 घंटे के भीतर सतह पर हटाई 

जागी 
( ii ) प्रज्वलनशील धूल पर्याप्त मात्रा में और ऐसे अन्नगलों पर जो , 

उपविनियम ( 1 ) ( ग ) के उपबन्धों का अनुपालन सुनिपिचत 
करने के लिए प्रायश्यक हो, घम्सुणी , मंरचनामों और स्थानों 

पर फैलाई जाग , 
( iii ) वायु के महने की दिशा में कोयले की घूल की सफाई की जाएगी 

और अज्वानमशील धूल फैलाई जागी ; 
( iv ) प्रज्वलनशील धूल का पर्याप्त प्रदाय, खान के उपयुक्त स्थानों 

पर सुगमता से उपलब्ध होगा और भूमि के नीचे धूल के प्रदाय 
में कोई भी ममी तुरन्त प्रबन्धक के ध्यान में लाई जाएगी । 

और 
( v ) भिन्न -भिन्न स्थानों में चटटा लगाई गई और खान में काली 

पर पा धूल गेत्रों में रखी गई अज्वलनशील ध्ल , जब कभी 
वह सुगमता से बिखरने योग्य नहीं है या उस पर कोयले की 
धूल की परत प्रा जानी है, बदल दी जाएगी । 


( iii ) किमी सीम के , जो परार के समीप है जो किमी ऐसे उपरि 

मीम या मैक्शन से होकर गमरती है जो पानी या अन्य द्रव 
पदार्थ के संचय से युक्त है या हो मकता है , या किमी ऐसे 
अन्य द्रव पदार्च मे युक्त है जिमके गीला होने की दणा में माने 

को मंभावना है, किसी स्थान में ; 
( ख ) किमी जल वाले स्तर में , मभी उपयोगी सूचनाएं जिनके अंतर्गत 
मयावर्णित लक्षणों की स्थिति , विस्तार और गहराई भी है अर्जित की भाएगी 

और उनका अभिन्नख रखा जाएगा तथा पानी या अन्य प्रय पदार्थ या विधी 
अन्य सामग्री के फट निकलने को रोकने के लिए, जो गीला होने , की वशा में 
बहती हो , कार्यकरण की एक स्कीम बनाई जाएगी और उसे कार्यान्वित 
किया माएगा । 


( 3 ) लपविनियम ( 1 ) और उपविनियम ( 2 ) की अपेक्षाभों पर 
प्रतिकूल प्रभाव डाले मिना, जब कोई खदाई किमी अन्य खुदाई के ( जो 
ऐसी खुदाई नहीं है जिमकी परीक्षा की जा चुकी है और ना पानी या 
अन्य द्रव पदार्थ या अन्य सामग्री के संचय से मुक्त पाई गई है , जिसका गीला 
होने पर प्लावन संभाव्य है ) 60 मीटर के अंदर पहुंच जाए, चाहे वे 
उसी खान में हो या फिमी पार्श्वस्थ खान में हों, तब तक उमका और भागे 
विस्तार प्रादेशिक निरीक्षक को लिखित पूर्य अनुज्ञा और उन शतों के 
अधीन हो , जो वह उसमें विनिर्दिष्ट करें, किया जाएगा अन्यथा नहीं । 


2ti. उगत विनियमों के बिनियम 123- ग्छ मे, 
( i ) उपविनियम ( 1 ) में , "विनियम 123 " शब्द और अंकों के 

स्थाम पर "विनियम 123 प्रौर 1234 " है शब्द , अंक और 

प्रक्षर रखे जाएंगे , 
1485 GI -90--- 12 


स्पष्टीकरण : इम उपविनियम के प्रयोजन के लिए उक्त युवाइयों के 
मीच की दूरी मे अभिप्रेत होती, यथास्थिति एक ही सीम की खनितों या 
किरहीं दो सीमों या मैमशनों की न्यूनतम दूरी , चाहे वह किसी भी दशा में 
नापी जाण , प्रर्यात् बाः निज रूप में नापी जाए या उध्यधिर या अनंत 
रूप में । 
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( ii ) उपविनियम ( 6 ) के खंड ( क ) में “ मभी से मोर छिट होंगे " 

प्रतीक 
शब्दों के पश्चात् "एक दूसरे के पर्याप्त रूप से समीप यह मुनि 
श्चित करने के लिए प्रवेषित किए जाएंगे कि उनके अग्रपृष्ठ 
में छिद्र न हो मके जिससे कि दुर्घटना के समय पानी या द्रव 
पदार्थ या कोई अन्य मामग्री उन खुदायों में से जब में गीली 
हों और उनका फूट निकलना संभाव्य को बहकर न पा म . " 
णब्द अंतः स्थापित किए आएगें । 


[ PART JI - SEC . 3 (i ) ] 
- - - --- - 

- - - - - - --- 
टिणियां 
बिदु रेवानों नाग वर्शित खदाइयों 
का गर्वेक्षण नहीं किया गया है 

और उनका विस्तार णड रूप में 
ज्ञात नहीं है । 


28. उपस बिनियमों के विनियम 136-क के नी की मारणी में , 
स्तम्भ 1 में “ प्रथम डिग्री " गम्दों के स्थान पर " प्रथम, द्वितीय या सृतीय 
डिग्री " णमद और “हितीय डियो ” शादों के स्थान पर " प्रथम या द्वितीय 
डिग्री " णन्द रम्ने आएंगे । 


SANEL . 


29. उक्त विमियमों के विनियम 146 में , 


( i ) उपविनियम ( 1 ) के स्थान पर निम्नलिखित उपनिनियम रणा 

जाएगा , अर्थात् : 


हफाइ० मं . एम- 5 10 1 : / 6/ 184/8G- म . - एल एम एच ] 

प्रार . टी . पाण्य , उप- मचिन 


" ( i ) कोई भी खान या गैलरी, निकट नप मंत्रातन मंयोजन में 5 

मे मीटर से अधिक दूरी तक विस्तारित नहीं की जातो जब 
नफ फि वाय प्रवाह अग्नि प्रतिरोधी पाहपो . टयूबों , विभाजको 
या अन्य मामग्री के माध्यम में मन के 1 5 मीटर के भीमर 

किसी स्थल तक नहीं पहुंचता है । , 
(ii ) उपविनियम ( 7 ) और ( ३) का लोग किया जागा । 


30. न विनियमों के विनियम 149 का लागि - Tगा । 


31. उक्त विनियमों के विनियम 194 के उपविनियम ( 1 ) म , 
“ 119 ( 2 ) " अंकों और काष्ठकों के स्थान पर 1 18-क ( 3 ) ( .) , 
119 ( 2 ) ( क ) और 120 ( 3 ) ( क ) " ग्रंक , प्रभर और कोटक 
रखे जाएंगे । 


32. उक्त चिनियमों के विनियम 204 म. -. 


( i ) पापर्व शीर्षक के स्थान पर निम्नलिखित पार्च शीर्यकरता 

जागा, अर्थात " ममिति को पापील । " 


MINISTRY OF LABOUR 

NOTIFICATION 
New Delhi, the 6th June, 1990 
G . S .R . 550 ( E ) : - Where s the draft of cer 
tain regulations further to amend the Coal 
Mines Regulations , 1957 was published under 
sub -section ( 1) of section 59 of the Mines Act , 
1952 ( 35 of 1952 ) , [ ( I) in the Gazette of India , 
Part II Section 3 (i ) dated the 23rd June , 1988 
and (II) in the Gazette of India Extraordinary . 
Part II , Section 3 (i), dated the 15th July , 1988 ] 
under the respective notifications of the Govern 
ment of India in the Ministry of Labour Nos . 
732 dated the 23rd June , 1988 and S . O . 787 ( E ) 
dated the 151h July , 1988 , inviting objections 
and suggestions from all persons likely to be 
affected thereby , till the expiry of a period of 
three months from the date of publication of 
the said notification in the Oficial Gatette ; 

And whereas the said Gazettes were made 
available to the public on the 1st August, 1988 
and 23rd August, 1988 respectively ; 

And whereas the objections and sugges 
tions received from the public on the said draft 
have heen considered by the Central Govern 
ment ; 

Now, therefore , in exercise of the powers 
conferred by Section 57 of the said Act , the 
Central Government, after referring the said 
draft to the Committee constituted under the 
said Act and after giving it a reasonable opportu 
nity of reporting as to the expediency of making 


( ii ) उपविनियम 


( 1 ) में 


- - 


( क ) “मुख्य निरीक्षक के नीचे विनिर्दिष्ट किगो पाटेश के विमल " 
शब्दों के स्थान पर निम्नलिखित पठाद सो जाएंगे अाम : 


__ " इन विनियमों के अधीन मुख्य निरीक्षक द्वारा किए गए किसी मन्त्र 

देश के विरुद्ध या मुख्य निरीक्षक द्वारा किए गए किमी मूल आदेश के 
विग या मुख्य निरीक्षक द्वाग प्रादेशिक निरीक्षक के आदेश के किमद्ध 
किसी अपील पर विनियम 203 के अधीन पारित किमी प्रादेश के विस्त " : 


( ख ) खंड ( i ) और ( ii ) का लोप कहा जाएगा । 


33 उक्त विनियमों के दूसरी अनुसूची में यिनियम 58 के अधीन 
" तभ और गैलरिया " माम के सामने विद्यमान प्रतीक और प्रविष्टियों के 
स्थान पर निम्नलिखित रखा जाएगा , अर्थात् : 


- 


: - - 


- 


- - - - - 


- - - - 


- 


- - 


- - - 


- - - 


- - 


- - 


- 
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of the said regulations and as to the suitability (ii ) sub - regulation (2A ) shall be omitted . 
thercof as required by Sub - section (4 ) of Sec 

5 . For regulation 20 of the said regulations, 
tion 59 of the said Act, hereby makes the follow 

the following regulation shall be substituted , 
ing regulations further to amend the Coal 

namely : 
Mines Regulations, 1957 , namely : 

“ 20 . Fees for grant of certificates : ( 1) Fees 
1 . (1) These regulations niay be called the 

on the following scale shall be paid in respect 
Coal Mines ( Amendment) Regulations, 1990 . 

of every application for the grant of a certi 
( 2 ) They shall come into force on the date ficate : 
of their publication in the Official Gazette . 

(a ) in the case of a First Class Manager s 
2 . In regulation 2 of the Coal Mines Regu 

Certificate . Rs. 100.00 
lations, 1957, (hereinafter referred to as the ( b ) in the case of a Second Class Manager s 
said regulations), after clause (34) the following 

Certificate . . Rs. 75.00 
clause shall be inserted , namely : 

( c) in the case of a Surveyor s Certificate . . 
" ( 34 - A ) “ Working" means any excavation made 

Rs. 50 . 00 
or being made in a mine for search of or ob 

( d ) in the case of an Overman s Certificate . . 
taining coal." 

Rs. 50 . 00 
3 . After sub -regulation ( 10 ) of the regulation 

( e ) in the case of a Sirdar s Certificate . . 
11 of the said regulations, the following proviso 

Rs. 30 .00 
shall be inserted , namely : 

(f ) in the case of a I Class Engine-driver s 
" Provided that if at any meeting there is 

Certificate , .Rs. 30 .00 
no quorum as aforesaid , the meeting shall auto 

( g ) in the case of a Il Class Engine-driver s 
matically stand adjourned to a date which is 
seven days later or if that day is a public holiday 

Certificate . . Rs. 25.00 
to the next working day and the time, place (h ) in the case of a Shot-firer s Certificate .. 
and agenda for the adjourned meeting shall 

Rs. 25 .00 
remain unchanged . It shall thereupon be law 

(i ) in the case of Gas-testing Certificate . . 
ſul to dispose of the business at such meeting 

Rs. 25 .00 
irrespective of the number of members attend 

(j) in the case of a Lamp-checker s Certi 
ing." 

fica te . . Rs. 25. 00 
4 . In regulation 15 of the said regulations: 

(2 ) Except where the candidate has died 
(i) for sub -regulation (2 ), the foilowing sub before the examination for grant of a certificate , 
regulation shall be substituted , namely : 

fee paid as aforesaid shall not be refundable . " 
" ( 2 ) No person shall be admitted as a candi 

6 . In regulation 22 , for the word " stipu 
date to any examination for Manager s , Sur late " , the word " prescribed " shall be substi 
veyor s, Overman s or Sirdar s Certificate unless tuted . 
he has passed the Secondary School examina 

7. Regulation 25 of the said regulations 
tion of a recognised Board or its equivalent , 

shall be omitted , 
and for an Engine -driver s or Shotfirer s Certi 
ficate unless he satisfies the Board that he is 

8 . For regulation 26 of the said regulations, 
literate : 

the following shall be substituted , namely : 
Provided that nothing in this sub -regulation 

" 26 . Suspension or cancellation of Manager s, 
shall be deemed to debar a person not satisfying Surveyor s , Overman s, Sirdar s , Engine-driver s 
the provisions thereof from being admitted Shot- firer s or Gas- testing Certificates : - ( 1 ) If 
at an examination for a Sirdar s Certificate on the Regional Inspector is of the opinion that 
or before the 1st day of Janaury, 1992, if he the holder of a Manager s , Surveyor s, Over “ 
had been admittod at an examination for the man s, Sirdar s , Engine-driver s Shot- firer s or 
said Certificate earlier." 

Gas- testing Certificate is inconpetent or is 


wittad 
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guilty of negligence or misconduct in the per 

(5 ) The Board may , after considering the 
formance of his duties under the Act or under evidence and other records and the written 
these regulations, he shall bring the matter to representation , if any , submitted by the delin 
the notice of the Board . 

quent, either cause further enquiry to be made 

in the case and thereupon , or otherwise , either 
The Board may authorise in writing an 

exonerate the delinquent of the charges against 
Inspector, not being and not below the rank of 

him or suspend or cancel the certificate , as it 
the Inspector whose report formed the basis of 

deems fit . 
the said opinion , to hold an enquiry to detor 
mine whether or not such a person (hereinafter 

(6 ) Against any order of the Board under 
referred to as the delinquent) is fit to continue this regulation , an appeal shall lie before Central 
to hold such certificate . The Board shall , Government within 30 days of the order . 
before the beginning of the enquiry , furnish to 

(7 ) Whero a certificate is suspended or can 
the delinquent a statement of the case on which 

celled under this regulation suitable endorse 
the enquiry is instituted . 

ment may be made on such certificate or a dupli 
(2 ) During such enquiry the Inspector autho cate thereof issued under regulation 23 . " 
rised to conduct the enquiry shall be provided 

9 . In regulation 31 of the said regulations , 
with all relevant documents and he shall record : 

the second proviso to sub - regulation (2 ) and the 
(a ) the evidence of any witness that formed words " or of Regulation 149 , " occurring in 
the basis of the said opinion ; 

sub -regulation (3 ) , shall be omitted . 
(b ) any ovidence that the delinquent may 

10 . After regulation 32 of the said regula 
like to give ; 

tions, the following regulations shall be inserted , 
(c ) the evidence of any witness that the de namely : 
linquent may like to produce ; 

" 32 - A . Qualifications and appointment 
(d ) the evidence of Manager of the mine; 

of ventilation officer . In every mine consisting 
of gassy seams of first degree, the average out 

put of which exceeds 5 ,000 tonnes or of second 
(e) any other evidence that may be considered 

or third degree the average output of which 
necessary or relevant by the Inspector 

exceeds 2,500 tonnes , the manager shall be assis 
conducting the enquiry . 

ted in the work of supervising the maintenance 
Unless the delinquent fails to be present in 

of the ventilation systein of the mine in accor 
spite of sufficient notice, the evidence aforesaid dance with the provisions of these regulations 
shall be recorded in the presence of the delin 

by a ventilation officer who shall be a person 
quent and he shall be given a reasonable oppor holding the following qualifications :-- 
tunity to cross- examine the witness ( other than 

(a ) in the case of a mine consisting of gassy 
those produced by him ). The Inspector con seams of first degree and having an average 
ducting the enquiry also may cross -examine output in excess of 15 ,000 tonnes or a mine con 
the delinquent and the witnesses. 

sisting of gassy seams of second or third degree 
(3) The Inspector who conducted the en 

and having an average output in excess of 10 ,000 
quiry shall, within fifteen days from the date of 

tonnes, a Manager s Certificato ; and 
conclusion of his onquiry , send a report to the 

(b ) in every other case , a Manager s Corti 
Board together with his findings , the notes of 

ficate or a Degree , Diploma or Certificate in 
evidence recorded during the enquiry and other 

Mining or Mining Enginoering approved for tho 
rolevant records. 

purpose of the proviso to sub - regulation ( 1 ) of 
( 4 ) Copies of the notes of evidence and the 

regulation 16 . 
findings of the Inspector who conducted the 

Provided that, where spevial conditionis 
enquiry shall also be sent to the delinquent exist , the Regional Inspector may , by an order 
who muy submit his writton representation to in writing and subject to Such conditions as he 
the Board within thirty days from tha da te of may specify therein , permit or require the appoint 
despatch of such copies. 

ment of a ventilation officer in variance of 


and 
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these provisions or require the appointment the safety officer and whenever " shall be substi 
of such number of persons to assist the ventila 

luted . 
tion officer, as may be specified in the order : 

14 . In sub -regulation (? ) of regulation 42A of 
Provided further that, in the case of a mine 

the said regulations, for the word " if ” the words 
consisting of gassy seams of first degree and 

" Except in an energency 170 duties viher than 
having an average output less than 15 ,000 tonnes , those specified above shall be assigned to the yen 
the Regional Inspectui may , considering the 

tilation officer and whenever " shall be substi 
nature and extent of working therein , permit 

tuted . 
by an order in writing and subject to such con 
ditions as he may specify thcrein combining of 

15 . In regulation 100 of the said regulations: - - - 
the post of ventilation officer with that of safety 

(i) in sub -regulation ( 1 ), for the words “ Chief 
officer appointed under regulation 31 - A . 

Inspector ” , the word “ Regional Inspec 
Explanation : - - For the purpose of this regu 

lor” shall be substituted. 
lation the expression " average output" means ( ii) sub- regulation (4) shall be omitted . 
the average per month of the total output during 

( iii) in sub - regulation ( 5 ) after the words, 
the preceding financial year from the below 

“ as small an area of uncollapsed roof as 
ground workings of all seams. Where the mine 

possible " , the words , “ with due regard 
consists of gassy soams of different degrees, 

to danger from an airblast or weighing on 
the aforementioned average output shall be 

pillars ” shall be inserted , 
deemed to be from the seam or scams of the 
highest degree of gassiness ." 

16 . In regulation 103A of the said regulations : 
11 . After sub - regulation (1 ) of regulation (a ) in bub - regulation (1 ), after the existing 
34 of the said regulations, the following sub proviso the following proviso shall be insorted , 
regulation shall be inserted , namely : 

namely - 
" (1A ) The district assigned to an overman " Provided further that an entry made in the 
under sub- regulation ( 1) shall not be of such 

register or the absence of an entry therein as 
a size , nor shall any additional duties other 

also a communication in pursuance with the 
than his duties under these regulations be such , 

aforesaid proviso or absence thereof shall 
as are likely to prevent him from carrying out not in any way limit the duties or obligations 
in a thorough manner the duties prescribed 

of a person under the Act or the regulations , 
for him under these regulations and in case any 

rules, bye - laws or orders made thereunder." 
doubt arises as to the foregoing duties it shall 

(b ) for sub- regulation (2 ), the following sub 
be referred to the Chief Inspector for decision ." 

regulation shall be substituted namely : 
12 . lo sub - regulation (8 ) of regulation 41 

* *(2 ) When an entry is made in the register 
of the said regulations, for the words " of the 
site of the accident showing details , shall be ro 

( a ) the owner , agent and manager shall cach 
corded in a bound -paged book hept for the 

be deemed to know what is contained in that entry ; 
purpose " the words " and sections and wher and 
ever practicable a photograph or photographs 

( b ) a copy thereof shall be displayod within 
of the site of the accident showing details shall 

thre : days of the date of such entry on the notice 
be recorded in a bound paged book kept for 

board of the inine for not less than ifteen days ." 
the purpose and a vopy thereof shall be furnished 
to the Chief Inspector ind Regional inspector 

( c) after sub -regulation (3 ), the following sub . 
within fifteen days of the acident " shall be substi 

regulation shall be inscried , namely :--- 
tuted . 

* (4 ) The register -- 
13 . In sub - regulation (2 ) of the regulation 41 A (a ) shall be kept available for inspection in the 
of the said regulutions , for the worl iſ no vlhice of the mine lurt period of ilt least three 
word; “ Except in an emergency , Liv dutics Ollier years ilftur tiie date of inaking uſ the last cutly 
than those specified above shall be assigned to in it ; and 
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(b ) shall not be removed therefrom before the 
expiry of the aforesaid period , except by or with 
the approval in writing of the Regional Inspector 

17. In regulation 108 of the said regulations -" 

( i) after clause ( b ) of sub -regulation (1), the 
following clause shall be inserted , namely : 

" (bb ) every development working within 10 
metres of face and every junction of roadways 
immediately outbye of a development face ;" 

( ii ) for sub - regulations (2 ) and ( 3 ), the 
following sub -regulations shall be substituted 
namely : 

" ( 2) The manager of every mine having wor 
kings below ground shall , before commencing any 
operation specified in sub -regulation ( 1) and also 
when required by the Regional Inspector, frame, 
with due regard to the physico -mechanica ) 
properties of strata , local geological conditions, 
system of work and mechanisation , and past 
experience , and enforce Systc;natic Support Rules 
specifying in relation to each working place the 
type and specifications of supports and the inter 
vals between , - - 
(i) supports on roadways including places 

where machinery is used for cutting , con 

veying or loading; 
(ii) each row of props, roof bolts or other 

supports ; 
( i ) adjacent rows of props, roof bolts or other 

supports ; 
( iv ) last row of supports and the face ; 
(v ) hydraulic chocks and powered supports ; 

and 
(iv) the pack and the face ; 

Provided that, in respect of a mine where 
development operations are already in progress , 
the Systematic Support Rules in relation to the 
working places specified in clauses (bb ) and (c ) 
of sub -regulation ( 1) shall be framed and enforced 
within 15 days of the date of coming into force 
of this sub - regulation . 

(3 ) The manager shall, at least 30 days before the 
cominencement of any operation specified in sub 
regulation ( 1) and subject to the proviso to sub 
regulation (2 ) submit a copy of the Systematic 
Support Rules to tlic Regional Inspector who may, 
at any time, by an order in writing , require such 
modification in the Rules as he may specify therein 


( iii ) In sub -regulation ( 4 ), the words “ framed 
and approved as aforesaid and the word " other " 
shall be omitted . 

( iv ) after sub - regulation (5 ) the following sub 
regulation shall be inserted , namely : - . 

" (6 ) The manager shall formulate and imple - - 
ment a code of Standing Orders specifying 

(a ) the system and the organisation for pro 
curement and supply of supports of suitable 
material, of adequate strength and in sufficient 
quantity where these are required to be readily 
available for use ; 

(b ) the method of handling including disman 
tling and assembling where necessary and trans 
portation of the supports from the surface to the 
face and from the face line to their new site ; 

(c) the system and the organisation for 
maintenance and checking of supports , dressing 
the roof and sides, erecting, examining and re. 
tightening of supports and re -erecting dislodged 
supports , including the use of appropriate tools ; 

(d ) the panel of competent persons for 
cngagement as substitutes in the event of a regular 
supportsman or dresser absenting from duty ; and 


( e) the manner of making all concerned person 
such as, loaders, dressers, supportsmen , 
shortfirer, sirdars, overmen and assistant managers 
including persons empanelled for engagement as 
substitute supportsman or dresser fully conver 
sant with the Systematic Support Rules and the 
Codes of Standing Orders under this sub - regula 
tion and under regulation 110 and the nature of 
work to be performed by each in that behalf ” . 


18 . For regulation 109 of the said regulations, 
the following regulation shall be substituted , 
namely : 


“ 109 . Setting of supports . — (1)(a ) Every prop 
shall be set securely and on a sound foundation, 
and shall be kept tight against the roof. 

(b ) Where a prop is set on sand or other louse 
material, a flat base - piece pot less than 5 centi 
metres in thickness 25 centimetres in width and 75 
centimetres in length shall be used . 

(c ) The lid used over a prop shall bave a width 
not less that the diameter of the prop , a thickness 
1101 less thai 8 centimetres on length not 
less than 50 centimetres . 
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(2)" Every bar set for supporting the roof of a coal or roof coal is taken , shorter props shall be 
roadway shall be set securely on props or on cogs replaced with longer props . 
or on stcel clamps of suitable design and adequate 
strength , securely fixed on the sides of the roadway 

(b ) In every place wherein roof coal is taken or 
or in holes at least 50 centimetre decp made in the 

a fall of roof or sides has occurred , no work of 
sides of the roadway and shall be made and kept 

Cleaning the dislodged coal or the fall or any 
tight against the roof. Where lagging is necessary 

part thereof shall be undertaken nor shall any 
the number of laggings shall notbe less than one for 

porson be allowed to pass , until the newly exposed 
every metre length of the bar and the laggings shall 

roof and sides in the vicinity thereof have been 
be made and kept tight against the roof. 

examined and made safe , if necessary , by tempo 

rary supports . 
( 3)(a ) Every cog used as a support shall be 
well -built and set on the natural floor or on a 

(9 ) Nothwithstanding anything contained in 
secure foundation , and shall be made and kept sub -regulation (8 ), only such minimuin number 
tight maintaining maximum possible contact of persons may be engaged under the supervision 
against the roof. 

of a sirdar or overman as may be necessary for 
(b ) Only rectangular pieces shall be used as 

securing the roof and sides thereat. 
members of a cog, so however that, in case of 

(10 ) Where roof bolts are used for support , 
timber it shall be sufficient to joggle two opposite the bolts shall be securely fixed in place . 
sides. 

( 11 )(a ) Powered supports , hydraulic chocks 
( c ) The cogging members shall be not less than 

or link -bars shall be advanced as soon as practi 
1 .2 metres in length . 

cable after a web of coal has been taken off the 
( d ) Before erecting cogs in a depillaring area , face so as to ensure that the area of unsupported 
props shall be erected at the corners of each cog . newly exposed roof is kept to a minimum . 

(4 ) In inclined seams the supporting props and (b ) Powered supports , hydraulic chocks and 
cogs shall be so set as to ensure maximum support props and friction props shall be set securely 
having regard to the inclination of the seam or and checked from time to time. When ?ny 
roadway and probable strata movement. Where defect is detected in any powered supoort or 
necessary such supports shall be re - inforced to hydraulic chock the same sliall be attended to as 
prevent displacement. 

soon as possible and until then the roof at that 

place shall be kept cffictively supported with 
(5 ) Every ledge and every prominent crack or 

conventional supports . Any defective hydraulic 
slip in the roof shall be kept supported with at 

ur friction prop shall be replaces immediatviy . 
least a pair of cogs or cross-bars suitable lagged . 
(6 ) Overhanging sides shall be dressed down . 

(c ) Where , by reason of any irregularity in the 
Where this is not practicable, stay props or other 

roof, floor or sides or due to any other reasons , 
suitable means of support shall be erected at any powered support or hydraulic chock become 

ineffective, conventional Supports in sufficient 
intervals not exceeding one incire . 

number shall be used." 
(7) Where sand or other material is s owed or 
a pack is formed for the purpose of suport, it 

19 . For regulstion !!) of the said regulations , 
shall be packed or made as fight against the roof 

the following regulation shall be substituted . 
as practicable over its whole arca . 

namcly :- - 
(8 ) (a ) Roof and sides and supports shall be 

“ 110 . Withdrawal of supports . Whenever 
tested as often as necessary ; and except where it 

supports are to be withdrawn , the withdrawal 
is no longer necessary for purposes of support, 

shall be done in accordance with the method which 
any support loosered , broken or dislodged by or 

shall be specified in the Manager s Standing 
removed in any operation shall be tightened , 

Orders. The standing orders shall cover. . 
replaced or re -set with ! : cst possible delay and 
particularly before porns are allowed to pass or 

( a ) the supply and use of appropriate tools 
resume work after .1.1 : Diruption . Where loor 

and safety contrivances ; 
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(1 ) the setting of ext1 , Support to contin111 tuaintenance of suitable fire - fighting arrangements; 

for the prevention , detection , dealing and control of 
collapse of roof from which supports are 

any heating or fire ; for the examination and main 
being withdrawn ; 

tenance of the protective measures taken to control 
( c) the sequence of withdrawal of supports ; 

or isolate a fire or heating and for ensuring safety of 

pessons engaged in the said operations . The scheme 
withdrawal of a cog to precede with 

shall be suitably modified and kept updated as the 
drawal of its corner props ; 

situation warrants ." . 
(d ) safc positioning of the persons engaged 

22 . For regulation 120 of the said regulations, the 
in the operation and all other persons 

following regulation shall be substituted , namely 
present nearby ; 

4120 . Equipment and organisation for fire- fight 
(e ) training of competent persons who are 

ing. — ( 1 ) In every mine - 
entrusted with the operations ; and 

(a ) unless expressly exempted in writing by the 
( f ) supervision during withdrawal of supports " . 

Regional Inspector , effective means of deli 

vering to all working places helowground 
20 . In regulation 1184 of the said regulations : 

and all other places of fire risk such as coal 

stocks, spoil heaps contaiſing carbonaccous 
(i) in clause (c ) of sub -regulation ( 3 ) , for the 

material and exposed coal surfaces liable to 
words " goaved out area " the words " goaved 

heating an adequate quantity of water at 
out area and unused working s " shall be sub 

sufficient pressure for the purpose of effi 
stituted . 

cient fire fighting shall be provided and 
( ii ) proviso to sub -regulation (4 ) shall be 

kept maintained ; 
omitted . 

(b ) fire stations with a suitable supply of fire 
21. In regulation 119 of the sair regula ions :- - 

fighting equipment shall be established and 

kopt maintained at convenient points , both 
( i) in clause ( a ) of sub -regulation (1 ) after the 

on surface and belowground ; and 
words " broken ouli" , the words " effective 
steps shall be taken , without delay , to deal 

( c ) sufficient supply of sand or incombustible 
with the fire or heating and " shall be 

dust or suitable portable fire extinguishers 
inserted . 

shall be provided at : 
( ii ) for sub -regulation (2 ) , the following sub 

( i) every entrance to a mite or district and 
regulations shall be substituted , namely — 

at every landing and shuft bottom in use ; 
" ( 2 ) During the whole time that any work of deal 

( ii ) cvery place where timber, grease, oil or 
ing with or sealing-off a fire or hcating is in progress --- 

other inflammable material is stored ; 
(a ) a competent person shall be present on the 

(ii) every engine room , electrical gear, driving 
spot throughout ; 

unit of roadway conveyor, diesel engine 

maintenance workshop and filling station , 
(b ) adequate precautions shall be taken to pre 

storage battery charging station , and 
vent danger to persons from any noxious 
asphyxiating or inflammable gases ; fame, 

( iv ) such other special places of fire risk als 
steam and ejected or rolling down hot mate 

may be specified by the manager. 
rial; explosion of water gas and falling into 
crevices or pot holes that may occur in 

(d ) an upto -date fire - fighting plan showing the 
the area on fire ; 

water mains , taps, fire - stations , pumping 

stations, ventilation system , escape routes 
( c ) there shall be kept available at or near all 

etc , shall be kept maintained and a copy 
places below ground : 

thereof posted in the mine office and alt 
(i ) adequate number of self -rescuers and at 

convenient places belowground . Adequate 

number of nercons shall also be trained in 
least two smoke helmets or other suita 

the use of fire -extinguishers and in fire 
able apparatus for use in emergency ; 

fighting. All such persons shall be made 
( ii ) a cage containing suitable birls or other 

familiar with the position of all firc - fighting 
means of detecting carbon monoxide gas 

Liquipment provided in the mine , 
approved by the Chief Inspector ; and 

2 ( a ) Soda - acid tvp . extinguisheis or water shall not 
( iii ) a flame safety lamp or other means of de 

be used for fighting oil or electrical fires . 
tecting carbon dioxide gas and oxygen 
deficiency , approved by the Chief Ins 

(b ) Foam type extinguishers shall not be used for 
pector. 

fighting electrical fires, 
( 3 ) The manager of every mine shall prepare and 
establish a detailed 

( c ) Fire -extinguishers containing chemicals which 
scheme for the provision and 

are liable , when operated , to give off poisonous or 
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noxious gases , shall not be provided or used below 
ground : 

Provided that nothing in this clause shall be locati 
ce to prohibit the use belowground of fire -extingui 
shers giving of carbon dioxide when operated , 

(3 ) (a ) A competent person shall , oncc at icast in 
every month , examine all the equipment, material and 
arrangements provided for fire - fighting 110 l.al! dis 
charge and rc - fill the fire -extingu -hers as often as inay 
he necessary to ensure that these are in proper work 
ing order. 

( b ) Any deficiency found during any such examina 
tion or otherwise shall be immediately remcdied . 

( c ) A report of every such examination including 
lischarge and re - filling or firc -extinguishes shall be 
made in a bound -pagol hook kept for the purpose 
and shall he signed and dated by the person making 
the examination . " . 


measurements shall be carried on at intervals not ex 
cceding three months or one month respectively 

Provided further that such incasurements shall 
also be carried ou immediately upon the commission 
ing of any plant, « quipment or inachinery or upon 
the introduction of any 110w work practice or upon 
any alteration therein that is likely to bring about 
any suhutantial change in the levels of airborne re 
pirublu lust , 

(b ) The samples drawn shall ab fur as practicabile , 
be representative of the levels of dust exposure of 
work -persons. For this purpose, the sampler shall 
he positioned on the return side of the point of dust 
generation and within 1 metre of the normal working 
position of but not behind the operutor or other 
worker whose exposure is deemed to be maximumi ini 
his working group . 


23 . In clause (a ) of sub -regulation (4 ) w ruguli 
tion 122 , after the words " heating belowground " , th : 
words " or to seal off goal or an area of old work 
ings " shall be inserted , 


( c ) Based on the results of fixed -point sampling 
the representative dust exposure profiles for diflcrcnt 
categories of workers shall be estimated and as a 
measure of cross- check the " static finansing shall 
he duly supplemented by " portal to portal personal 
monitoring " of selected worker s wiruse r xposure is 
deemed to be representatie of their working groups , 

(c ) Samples shall be taken by a person who has 
been specially trained for the purpose in the sampling 
equipment and accessories that have been checked to 
ensure correct nuaintenance and efficient operation 
thereof and examined , treated and calibrated on a date 
which is not warlier that ons year . 


24 . For regulation 123 , the 
shall be substituted , laineiy — 


following regulation 


" 123 . Precautions against dust.- - ( I ) The owner , 
agent or manager of every minc shall take such steps 
as are necessary for the minimising of emissions of 
dust and for the suppression of dust which cnters the 
air at any workplace belowground or on surface and 
for ensuring that the exposure of workers to respir 
able dust is limited to an extent that is reasonably 
practicable but in any case not exceeding the limiti 
that arc harmful to the Incalth of persons 


( 2 ) For the purpose of this regulation , a place 
shall not be deemed to be in a harmless state for per 
sons to work or be therein if the 8 hours time-wright 
od average concentration of airborne respicable dust 
in milligrans per cubic metre of air sampled by a 
fravintric as 2nnlr type ipproved by und 
determined in incordance with the mucedure i ! 
cified by the Chief Inspectcr hy a general or special 
order exceeds three where working is being made 
wholly in a coal sean or where free respirable silica 
present is less than 5 per cent and the value arrived 
at hy dividing the fipure of life with the percentage 
of free respirablc silica present in other coses. 

( 3 ) (a ) The owner , agent or manager of every 
mine shall , within six months of the coming into force 
of this regulation anci oncc at least every six months 
11 :creafier or whenever the Regional Inspector 17 [ C 
quires by an order in writinr. cause the air an every 
work place where respirablu lust is volved to he 
sampled and the concutration , respirable sust 
therein determined : 

Provided that, if any measurement of any work 
place shows the concentration in excess of fifty per 
cent or seventy - five per cent of the allowable con 
centration specified in sub - rcgulation (2 ) (hereinafter 
referred to as " permissible limit ” ) the subsequent 
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( e ) Respirable dust content of the samples and in 
case of sumples collected from a working other than 
the working being inailc wholly in a coal seam , quartz 
content shall na determined as soon as practicablu 
a properly cquipped laboratory approved in writing 
hy ilic Chif luspiciur in lüi tvhalf . 

(f) All results of measurement: of airhorni l espir 
able dust and all other relevant particulars shall hu 
systematically recorded within fourteen lays of the 
date of collection of iniplen , in il bound pagea 
book kept for the purpose , nel cvery entry in the 
book aforesaid shall be countersiynod and dated loy 
the manager within twenty -four hours . 

( 4 ) When the dust monitoring results have tah 
lished that the permissible limit of dust concentration 
is being exceeded at any plac ", immediate stops shall 
be taken to miniinise the emision of dust and tow 
notify the Region! Inspector . I . however, the 
aycrage concurulion of respirable clust is a series ! 
5 samples taken in 7 SUCC. sive normal working shifts 
during the subscquc: it nonth cxceưds one and a hall 
times the "pimi ble limits " , the relevant operation 
or operations causing excessive dust shall cease . The 
operation of operations shall not be l esuined and 
allowed to be carried on until improvenients have becii 
made in the prevention and suppression of dust and 
fresh sampling carried out immediately on resumption 
of the said operation or operation ; has established 
that such improvements havc rcduced the churst con 
centration below the " permissible liniil" ; 
Provided that if the dust prevention and sup 

pression device of any inachinery of equip 
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ment fails to operate efficiently the opera 

cinder, coment, and , mortar or other 
tion of the said inachinery or equipment 

dry and fine material, shall be placed 
shall likewise cease and shall not be rçsuin 

within 80 nctres of the top of down cast 
ed uptil the defect therein: lias been rccti 

Niaft or intake air way nor shalluny 
tied : 

it air - borne and drawn into any such 
Provided further that, purely ili at cujlingency 

shaft or such airway ; i 
measure or as secondary means of protec 
tion in a work situation wherein it is toch 

fo ) in cvery nipe belowground 
nically put fcribi, te rcduce the respirable 
elust concentration below permissible limii 

(i) do machinery or cquipment which is 
or during the time period necessary to ins 

likely to cnuit dust in excess of per 
tall and com .nition ony device or to iristi 

missible limit " shall be ( perated unless 
tute any new work practice for dust preven 

it is equipped with a suitable dust pre 
tion or suppression , cinsliance with the 

vention and suppression device and 011 
permissiblz limit of dust may be achieved 

less such device is operating efficiently ; 
by remote operation or by it job rotation 
and failing which by the use of suitable clust 

( ii ) the design , arrangement, material and 
respirator . 

condition of picks on every mechanical 
15 ) The power, i94 . t ni ninager of try will 

coal culter shall be such is to reduce 

the formation of dust to the ininimui 
where need of dust respirators might arise, shall pro 
vide dust respirators in suflicient number and at no cost 

and 110 inechanical coal cutter shall be 
to the concerned workpersons for their use for the 

operated unless suitable water sprays 
dust respirators to he rcgularly cleaned , djsinfected 

or jets of water are directed on the 
and maintained in clicicot working order; and tur 

cutting edges thereof is to danıp the 
the proper fitting of and for thorough training of the 

cuttings as they are formed ; 
concerned workers in the need for and correct use of 

cvery working fuco and ihe floor, root 
respirators , 

and ides of cvory nadway or air 
(6 ) To prevent the liberarion and accumulation of 

way within 50 metres thereof shall be, 
dust and the propagation of airborne dust, the 

unle , Rallirally wet throughout, regularly 
following provisions shall have effect namely : 

washed down to prevent iccumulation 

of dust and shall he kept thoroughly 
(a ) dust shall be suppressed as close as possi 

wetted during work shifts : 
ble to its source of formation ; 

( iv ) a current of air suffiient to clear away 
( b ) during any operation of drilling of boring 

the dust cmitted by any machinery or 
in stone on surface or belowground - 

operation and to dilute the dust 2011 

centration below the 

re 
(i) 

permissible 
the production of dust shall be 

limit " , shall be maintained by means of 
duced by using bits which are sharp 

general ventilation and if necessary , 
und of propor shape , by keeping suit 

by local ventilation , so However, that, 
able pressure on the bits and by kecp 

as far we practicablus, the velocity of uir 
ing the holes clear of the cuttings; 

in any roadwily or workplace shall not 
( ii ) except in naturally wet ground , a jet 

he such as to raise Ilust in the atmos 
of water shall be directed on to tho 

phere ; 
cutting edge to wet the cuttings Cr 

( v ) after Hasting, working places hall not 
other cqually efficient device approved 
by the Chief Inspector shall be provi 

he entero: unless sufficient time has 
ded and kept in operation to prevent 

elapsed for dust , smoke and fumes to 
the atmosphore being charged with 

he cleared by 2 current of air and the 
dust . Where pneumatic drilling is per 

broken matcrial shall not bc moved 
formcd , water shall be turned on 

unless it has been thoroughly wetted 
before turning on compressed air t2) 

with water ; 
the drill . When however, drilling is 

( vi ) 
done by hand , it shall be sufficient iſ 

vehicles, tubs and conveyors used for 
holes are kept constantly moist during 

transport of coal shall be maintained 
such drilling ; 

in good condition so as to minimise 

spillage or leakage . Chutes, spiral con 
( c ) cvery roadway on Surlac : or hulow 

veyors, bins, tipplers , convcyor dis 
ground , where mobile mining machinery 

charge points and skip loading and m 
ply , shall be regularly wetted or shall he 

loriding installations shall be so controlled 
cffectively treated with some other cqua 

us to reduce the formation of dust to 
ally eficient agent to reduce dust being 

the minimuin . Such inaterial shall 
raised in the otniosphere to a minimum ; 

be also thoroughly wetted with water 

unless it is already wet or other elfec 
( d ) no plant for the screening or sorting of 

tive means of dust suppression re 
coal and as far 2 practicable , no hicap of 

used ; anii 
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( vii ) unless owing to special difficulties, ex ( 8 ) The Regional Inspector may , where special con 

empt d in writing by Regional lospector ( iljons exist , permit or require by an order in writing 
in that behalf ani subject to sucht and subject to such conditions as he may specify 
conditions as he may specify therein , therein , any vinjarion in the foregoing provisions or 
water in pipes in sufficient quantity and in the manager s scheme. 
under accquate pressuic and incependent 
of any pumping system , shall be pro 

( 9 ) If any doulit arises lis to any matter referred to 
vided and maintained so as to get in this regulation , it shall be referred to the Chief 
maximum efficiency in tlic allaying of Inspector for decision ." . 
dust. 

25 . After sub -regulation ( 1) or regulation 123A of 
(f ) no process of crushing , breiking , disintegra 

the suid regulat ons, the following sub - regulation shall 
ting, dressing, sorting, grinding , screening or be inserted namely : 
Sievin oi coul or any operation incidental 
thereti , shall be carred out at any mine 

" (1A )(a ) Every part of a mine which is not natu 
unless efficient watering of other appropriate 

rally wct throughout or which is not isola 
and clicctive dust control measures , such as , 

ted by explosion - prool stoppings shall be 
but not limited to isolation , enclosure , ex 

treated - - 
haust ventilation and dust collection in de 
signed , provided , maintained and used . 

(i) with fmo incombustible dust in such 

manner and at such intervals as will en 
( g ) the eiliausted a r, belowground , which con 

sure that the dust on the floor , roof and 
tains dust in excess of the permiss the 

sides and any support or structure sha ! 1 
limit " sball be efficiently diluted and if neces 

always consist of a mixture containing 
sary tihcreel so as to reduce the conceira 

hot less than that 75 % of incombustible 
tion of respirable dust therein belon toil 

matter in case of coal seams containing 
per celil of the " permissiblc limit " before 
bo ng recirulated into workplaces, 

less than 30 % volatile matter (on dry 
ash free basis ) and 85 % of incombustible 

matter in case of coal scams containing 
(h ) cvery device used for the prevention and 
suppression of dust produced by any machi 

more than 30 % of such volatilo matter; or 
nery , cquipment or process as also for the 

ii) with water in such manner and at such 
filtering of the exhausted air and every dust 

intervals as will ensure that the dust on 
respirator shall be inspected once least in 

the flooi , roof and sides and on any sup 
cvery seven days and shall be thoroughly 

port or structure is always combined with 
examined and tested at least once in cery 
period of six months and the results of every 

not less than 30 % hy weight of walce in 

intimate mixture ; or 
such inspection , examination and test shall 
be recorded in the register maintained under 

( iii ) in such manner as the Regional Inspector 
clause (f ) of the sub- regulation ( 3 ). 

may approve by an order in writing . 
( 7 ) The manager of every mine vliere airborne 
dust is gencraled shall formulate and implement i 

(b ) The inconibustible dust used for the purpose 

of th s sub - regulation shall be : 
scheme specifying — 

( i) such that it does not contain more than 
(a ) the location , frequency , timing , duration and 

5 % of free silica ; 
pattern of sampling; 

( ii) of such fineness and character, that it is 
(b ) the instrunients and accessories 103 be used 

readily dispersable into the air and that , 
for supling ; 

when used in places which are 
( c ) th¢ laburstory at which respirable dust con 

not directly weated by water from the 
tent of samples and quartz content shall bu 

strata it does not cake but it is dispersed 
dcterinincd ; 

into the air, when blown upon with 

mouth or by a suitable appliance; and 
(cl ) the format in which the results of measure 

( iii ) as l ou as pract cable light in colour . 
ments of dust concentration and other parti 
culars are to be recorded ; 

( c ) No such incombustible dust shall continue to 
(e ) the organisat on for dust nionitoring and for 

be used if it is found by tests which shall be 
the examination and maintenance of dust 

carried out once at least in every three 
prevention and suppression measures and 

nionths , not to comply with the forcgoing 
dust respirators ; and 

requiremčits : 
(1 ) the manner of making all persons con 

Provided that when the supply of incoin 
cerned with the implementation of the Just 

bustible aust used in a minc is not from a 
control measures fully conversant with the 

regular source , thesc tests shall be carried out 
nature of work to be performed by each in 

whenever a fresh supply of incombustible 
that behalf . 

dust is received . 
1185 G1/89- - 4 
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( d ) Where av piace or part of the mine is to be adjoining minc ind 10 prevent accidents while drill 
(reated with incombustible clust :- - 

ing borç hol s for probe or release of a body of 

water or other liquid matter . 
(i) before trcating with incombustible dust, 

all coal dust shall be cleaned , a furs ( 2) Where work is being done in — 
plicticable , from the rooi, sides, floor , 
props , cugs, bars, brattice cloth or wiy 

( a ) ( i ) illy seam or section below another 
other objects or structure or place on which 

seam or Section ; or 
coal dust may deposit , and all dust so 
collected shall be removed to the surface 

(ii ) any place in a seam or section , which is 

at it lower level than any other place in a 
within 24 hours . 

lower scam or section ; or 
( ii ) in combustible dust shall be spread on the 
objects , structure and places aforesaid in 

( ili ) any place in il seam approaching a fault 
adequate quantity and at such intervals as 

passing through an upper scan or section , 

which contains or may contain an accuni 
may be necessary to ensure complianci: 
with the provisions of this sub -regulation , 

mulation of water or other liquid matter 

or any material that is likely to flow when 
( iii ) the cleaning of coal dust and spreading of 

wet ; Or 
incombustible dust shall be carried out in 
the direction of the flow of the ail ; 

(1 ) any Water-bearing strata , all useful infor 

mation including the position , extent and 
( iv ) a sufficient supply of jocombustibly dust 

clepth of ile aliorementioned features 
shall be kept readily available at suitable 

shall bc ácquired and kept recorded and 
places in the mine , and any deficiency in 

a scheme of working designed to prevent 
the supply of dust underground shal! im 

irruption of water or other liquid matter 
modiately be brought to the notice of the 

or any material which flows when wet 
manager ; and 

shall be prepared and put into operation . 
( v ) incombustible dust stacked at different ( 3 ) Without prejudice to the requirements of 
places and kept on pans or on dust barriers 

yub -regulation ( 1 ) and sub regulation (2 ) , no working 
in the nine shall be charged whenever it 

which has approached within a distance of 60 met 
is no longer readily dispersable of wlien 

res of any other working ( 17ct being the working 
ever it becomes coated with coal cust . 

which has been playsically cxamined and found to 
such dost shall be removed .” . 

be frue from accumulation of water or other liquid 

matter or any material that is likely to flow when 
26 . In regulation 123B of the said regulation ; - - - wet) and whether in the same mine or in an 

adjoining mine , shall be cxtended further except 
(i) in sub -1egulation ( 1 ), for the word and with the prior permission in writing of the Regional 

figure " regulation 123 ” , the word and figure Inspector and subject to such conditions as he may 
and letter “ Regulation 123 and 123A " shall specify therein . 
be substituted . 

Explanation -- For the purpose of this sub -regu 
(i ) in sub -iegulation ( 4), — 

lation , the distance between the said workings shall 

mean the shortest distance hetween the workings 
( A ) in clause ( b ) for the figure and word “ 2 -1 of the same seam or between any two seams or sec 

hours " , the figure and word “ 20 hours ? tions , as the case may he , measured in any dircc 
shall be substituted . 

tion whether horizontal , vertical or inclined.” . 
(B ) in clause (c) for the word , figures , brackets ( ii ) in clausa ( at ) of sub - regulation (6 ) after the 

and letter " regulation 123 ( 5 ) ( b )” wher words " All yuch bore holes shall be " , the words, 
over used , the word , figuros, brackets and " drilled sulticienily close to each other to cosure that 
lotter " regulation 123A ( IA )(a )" shall he the advancing face will not accidentally hole through 
subclituted . 

into a working containing water or liquid matter or 

any material that is likely to flow when wet and 
( ii ) in sub -regulation (5 ) for the word , figures, 

shall be " inserted . 
brackets and letter " regulation 123 ( 5 ) (b ) ” 
the word , figures, brackets and letter " ] 23A 

28 . In the Tahle under regulation 136A 
( IA ) (a ) " shall be substituted . 

of the 
said regulations, in column 1 , for the words " First 

degree " , the words “ First , Second or Third degree" 
27. In regulation 127 of the said regulations - and for the words " Second degree " , the words 

“ First or Second degree " shall be substituted , 
( i ) for sub -regulations ( 1 ) . ( 2 ) and ( 3 ) the 
following sub - regulations shall be substituted , 29. In regulation 146 , for the said regulations : 

(i ) for the sub -regulation (1 ) , the following 
" ( 1 ) Proper provision shall be made in every 

sub -regulation shall be substituted , 
mine to prevent irruption of water or other liquid 

namely :-- - 
matter or any material that is likely to flow when 

" ( 1 ) No working or gallery shall be exten 
wet from the workings of the same mine or of an 

ded to a clistance of more than 4 . 5 
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( b ) clauses (i) and (ii ) shall be omitted . 


metres from the nearest ventilation connec 
tion unless the current of air is coursed 
upto a point within 4 . 5 metres of the 
faço , by incans of jirc resistant pipes , 
tubes , brattices or other material.” . 


33 . In thc Second Schedule ( under regulation 58 ) 
of the said regulations, against the NAME, 
" PILLARS AND GALLERIES " for the existing 
symbol and entries, the following shall be substitu 
ted , namely 


- 


- 


SYMBOL 


REMARKS 


( ii ) sub - regulations (7 ) and ( 8 ) shall be 

omilica . 
30 . Regulation 149 of ihe said regulations shall 
be omitted . 

31 . In sub - 1egulation ( 1 ) of regulation 194 of the 
said regulations, for tlic figures and brackets, " 119 
( 2 ) " , the words, figures and brackets , " 118A ( 3 ) ( c ) , 
119 ( 2 ) (a ) and 12013 ) ( a ) " shall be substituted . 


WORKINGS SHOWN BY DOTTED LINES 
ARE NOT SURVEYED AND THEIR 
EXTENT IS NOT CORRECTLY KNOWN 


32. In regulation 204 of the said regulations ; 

(i) for the marginal heading, the following margi 
nal heading shall be substituted namely : 


(i ) in sub -regulation ( 1 ) : 
( a ) for the words " Against any order of the 

Chief Inspector specified below " , the words 
" Against any original order made by the 
Chief Inspector under any of these regu 
lation or against any order passed under 
regulatioa 203 by the Chief Inspector on 
an appeal against Regional Inspector s 
order " shall be cubstituted . 
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